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S = Disc Brake [Nm] brake at machine friction block wear
T=Drum Brake Parallelto = Atright | Manual Auto-
brakedisc | anglesto matic

102| 103| 104| 105| 100 brake disc

Brake Calipers spring activated - pneumatically released
DHO10 FPM S [ 10-50 © © 9
DVO020FPM/DHO20FPM | S N 97- 650 © © © 10
DH 025 FPM S [ 240- 1900 © © 12
DH 025 FPA S N 150-1700 © © 14
DV 030 FPM/DH 030 FPM S N 270-2500 © © © 16
DV 030 FPA/DH 030 FPA S [ 150-2500 © © © 20
DV 035 FPM / DH 035 FPM S I 430-5750 © © © 24
DV 035 FPA/DH 035 FPA S N 230-5450 © © © 28
DU 060 FPM S [ 2700-38500 © © © 32

Brake Calipers spring activated - hydraulically released
DV020FHM/DHO020FHM | S I 200-650 © (») © 34
DVO030FHM/DHO30FHM | S [N 620-2000 © © © 36
DV 030 FHA /DH 030 FHA S [N 620-2000 © © © 38
DV035FHM/DHO35FHM | S [ 1500-4700 (») [5) [5) 40
DV035FHA/DHO35FHA | S [ 1500-4700 (») [5) [+ 42
DU 060 FHM S [ 2700- 38500 © © © 44

Brake Calipers spring activated - electromagnetically released
DH 012 FEM 5 [ 110-340 [5) [5) 46
DV 020 FEM S [N 190-630 © © 47
EV 018 FEM/ EH 018 FEM S I 100- 400 [5) [5) [5) 48
EV 024 FEM / EH 024 FEM S [ 400-1160 [5) [5) [5) 50
EV 028 FEM / EH 028 FEM S [ 940-2580 [5) [5) [5) 52
EV 038 FEM / EH 038 FEM S [N 2830-6590 © © © 54

Brake Calipers spring activated - electrohydraulically released
DS 160 FEA S [N 200- 600 © 56
DS 230 FEM /DS 230 FEA S [ 250- 1600 2 o 58
DS 280 FEM /DS 280 FEA S [N 1200-8100 2 o 62
DS 370 FEM/ DS 370 FEA S [N 2950-22400 2 o 66

Brake Calipers spring activated - electrohydraulically released
DT200FE....NC T M 230-310 (2 o 70
DT 200 FEA ... ST T [l 250-330 © 74
DT250FE....NC T [N 260-700 (2 ) 76
DT 250 FEA ... ST T I 300-750 © 80
DT315FE....NC T [ 285- 1700 2 d 82
DT315FEA ... ST T [N 350- 1800 © 86
DT400FE....NC T N 525-2075 2 o 88
DT 400 FEA ... ST T [N 680-2500 © 92
DT500FE....NC T [ 2500-4170 2 d 9%
DT 500 FEA ... ST T [ 1600-5120 © 9%
DT630FEA ... ST T [ 3100-7200 © 100

Brake Calipers spring activated - manually released
DV 020 FKM/DHO20FKM | S | I 160-510 | © @ | © | 102

* The braking torques relate to the standard brake discs shown in this catalogue. Higher braking torques are possible by the use of several brake calipers or larger brake disc diameters.
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Type Design: Braking torque* Type of mounting Adjustment in case of | page
S = Disc Brake [Nm] brake at machine friction block wear
T=Drum Brake Parallel to At right Manual Auto-
brakedisc = angles to matic
102| 103| 104| 105| 106 brake disc
Brake Calipers pneumatically activated - spring released
DH 005 PFK S | 0,5-15 © 105
DH 010 PFK S| [N 3-80 © 106
DH 015 PFK S I 17-430 © 107
DV 020 PFK/ DH 020 PFK S N 25-650 (®) © 108
DH 025 PFM S N 55-2600 © © 110
DV 030 PFM/DH 030 PFM S N 55-2600 © © (») 112
DV 035 PFM/DH 035 PFM S e 89-5100 © © (») 116
DU 060 PFM S N 371-26900 © © (») 120
Brake Calipers electromagnetically activated - spring released
EVOIBEFM/EHOI8EFM | S I 100- 400 [5) [5) [5) 122
EVO24EFM/EHO24EFM | S I 240-1270 [5) 5 5 124
EV 028 EFM/EH 028 EFM S I 1170-3220 © © © 126
EV 038 EFM/EH 038 EFM S I 3400-7910 © © © 128
Brake Calipers manually activated - manually released
DH 010 MSM S I 20-75 [5) [5) 131
DV 020 MSM/DH020 MSM | S I 160-520 © © © 132
DV 020 MKM/DH 020 MKM | S I 20- 600 © (®) © 134

g

DH 010 FPM

DV 020 FPM/
DH 020 FPM

P ©

DH 025 FPM DH 025 FPA

"

DV 030 FPM/
DH 030 FPM

j
DU 060 FPM DV 020 FHM / DV 030 FHM / DV 030 FHA/ DV 035 FHM/
DH 020 FHM DH 030 FHM DH 030 FHA DH 035 FHM
ey hidv *-Sonliy =i
= = i Est Wi
LC I a :
- - -
EVO18 FEM/ EV 024 FEM / EV 028 FEM/ EV038 FEM /
EH 018 FEM EH 024 FEM EH 028 FEM EH 038 FEM
u P = & 3 "
& = ¥ &
—
DV 020 FKM / DH 005 PFK DH 010 PFK DH015 PFK DV 020 PFK/
DH 020 FKM DH 020 PFK
@ | ML *;-"" 1
[ e [ .
= : =
DU 060 PFM EVO18 EFM / EV 024 EFM / EV 028 EFM / EV 038 EFM /
EH 018 EFM EH 024 EFM EH 028 EFM EH 038 EFM

e

DVO030FPA/ DV 035 FPM/ DV035FPA/
DH 030 FPA DH 035 FPM DH 035 FPA
£y
v
DV035FHA/ DU 060 FHM DHO012 FEM
DH 035 FHA

DS...FEM/ DT...FEA...ST

DS...FEA

DT...FEM...NC/
DT...FEA...NC

DV 030 PFM/
DH 030 PFM

DV 035PFM/
DH 035 PFM

DH 025 PFM
y
e

DV 020 MSM /
DH 020 MSM

é

DH010 MSM

DV 020 MKM /
DH 020 MKM

* The braking torques relate to the standard brake discs shown in this catalogue. Higher braking torques are possible by the use of several brake calipers or larger brake disc diameters.
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Type Design: Braking torque* Type of mounting Adjustment in case of | Page

S = Disc Brake [Nm] brake at machine friction block wear

T=Drum Brake Parallel to Atright Manual Auto-

brakedisc | anglesto matic
102| 103| 104| 105| 106 brake disc
Brake Calipers spring activated - hydraulically released
HS 075 FHM S 1500 -40500 N © © 136
HW 075 FHM S 1500 -40500 N © © 138
HS 120 FHM S 8400 - 182400 [N © © 140
HW 120 FHM S 8400 - 182400 [N © © 142
HS 145 FHM-270 ... - ... S 54900 - 403 200 [N 2 o © 144
HW 145 FHM S 54900-403200 [N © © 148
HS 165 FHM-420.... - ... S 97700- 631000 [N 2 o © 150
HW 165 FHM S 97700- 631000 [N © © 154
HS 215 FHM-560.... - ... S 164400 -831100 [N 2 P © 156
HW 215 FHM S 164400-831100 [N © © 160
Brake Calipers hydraulically activated - non-releasing
HI 180 HUK S 15230 - 325000 © 162
HW 180 HUK S 15230 - 325000 © 164
Brake Calipers hydraulically activated - spring released
HW 040 HFA S 84-1200 © © 166
HW 063 HFA S 320-4700 © © 167
HS 075 HFK S 740- 40500 © 168
HW 075 HFK S 740- 40500 © 170
HW 100 HFA S 1300- 18400 © © 172
HS 120 HFK S 4400-197600 © 174
HW 120 HFK S 4400-197600 © 176
HW 180 HFA S 10000 - 153500 © © 178
Clamping Units spring activated - hydraulically or pneumatically released
KE...FHK 192
KE...FPK 194
] ) ] ) |
* Vg i
: J < \“‘/ |5
HS 075 FHM HW 075 FHM HS 120 FHM HW 120 FHM HS145FHM-270RV  HS145FHM-270...-H  HW145FHM HS 165 FHM-420 R-V
: :“-'_. o H _.ﬁH s E"‘e—' - r :ﬁ_ ‘@T— "ﬁ_"
3 ., Lo - : | Tk . "-'
HS165FHM-420...-H ~ HW 165FHM HS 215 FHM-560RV  HS215FHM-560...-H  HW215FHM HI 180 HUK HW 180 HUK HW 040 HFA

%
s
\

HW 063 HFA

HS 075 HFK

Yy

HW 100 HFA

HW 075 HFK HS 120 HFK

HW 120 HFK

HW 180 HFA

l‘ il
" E—-_ I 4
el
- é.g

KE...

=

FPK

* The braking torques relate to the standard brake discs shown in this catalogue. Higher braking torques are possible by the use of several brake calipers or larger brake disc diameters.
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Online Calculation Tool Brakes at www.ringspann.com

The RINGSPANN Calculation Tool has been developed to work out the
right and time-efficient dimensioning of an optimal brake.

+ Calculation Tool for the calculation of braking torque or braking
force during deceleration, control and holding

+ Mass calculation of simple bodies
+ Moment of Inertia
+ Downloading of relevant product information

+ Downloading of CAD models

Issue 06/2022 « Technical details subject to change without notice.




Design and Function of Brakes

RINGSPANN’

No Drives without Disc Brakes

For along time now Disc Brakes have been tried
and tested in the aviation and automotive
industry, and increasing awareness of operatio-

nal safety and ever stricter rules on accident
prevention have made them indispensable.
After all, wherever there is acceleration, there

must also be braking. A reliable and economic
solution to these problems are RINGSPANN Disc
Brakes.

Advantages of RINGSPANN Disc Brakes

The following features make the RINGSPANN
Disc Brakes unique:

« The well thought-out design of RINGSPANN
Disc Brakes permits a simple and space-
saving arrangement, even in existing instal-
lations.

« The open design of the RINGSPANN Disc
Brakes with their excellent ventilation charac-
teristics provides ideal heat dissipation; this
is a precondition for high braking power with
a compact design.

« Highly wear-resistant friction material and
large braking surfaces ensure long intervals
between maintenance. The practical and
robust design of RINGSPANN Disc Brakes
makes that maintenance easy and uncom-
plicated. The friction pads are easily replaced
without the need to remove the brake.

« RINGSPANN Disc Brakes are fitted with swivel
mounted friction blocks; this ensures that
the friction blocks are always in full face
contact with the brake disc. When the brake
is released, the friction blocks are lifted safely
off the disc by a spring, irrespective of the
installation arrangement.

For each Application the right Solution

RINGSPANN Disc Brakes require minimal
installation space. Brake Calipers or Brake Sadd-
les may be arranged in any position on brake
discs of varying diameters. By using several
Brake Calipers on the same disc it is possible to
increase the braking torque without the need to
enlarge the installation space.

The universal concept of the RINGSPANN Disc
Brake fulfills various functions:

« Stopping brake
« Control brake

+ Holding brake

As a stopping brake, it brings a rotating shaft
to a standstill in a short time, for example during
a power failure or an emergency stop.

As a control brake, it effectively maintains
material tension.

As a holding brake, it prevents the unintended
start of a stationary shaft.

The Product Range

RINGSPANN offers a comprehensive range of
Disc Brakes:

« Spring activated Brake Calipers; release is
either pneumatic, hydraulic, electromagnetic
or manual by means of a pull cable

« Pneumatically activated Brake Calipers;
spring released

« Manually activated Brake Calipers; manu-
ally released with a hand wheel or a pull cable

+ Hydraulically activated Brake Calipers;
spring released

« Spring activated Clamping Unit; hydrauli-
cally or pneumatically released

Accessories
Accessories are available for special applications:

« Two standard types of brake discs are
available with diameters ranging from 125
mm up to 1000 mm

« All brakes can be supplied with an electric
indicator for friction block wear

« Inductive proximity switches for monitoring
the operating condition“brake released” are
available

« To prolong the operating life, friction blocks
with double the friction surface are avail-
able for Brake Calipers sizes 12, 15, 20 and 30

« Special friction linings are available for spe-
cial requirements




Areas of Application for Brakes RINGSPANN’

Amusement rides

Assembly stations

Belt conveyors

Construction machines

Cranes

Drive units

Elevators and escalators

Extruder, machines for rubber and plastics
Fans and ventilators

Foundry machines
Machines for food industry
Packaging machines Wind turbines
Paper machines
Printing machines

Ship drives

Shredders

Steel mills

Stranding lines

Test benches

Textile machines

Wind turbines

Wire and tube machines

Drive units

Stranding lines
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Brake Caliper DH 010 FPM RINGSPANN’

spring activated - pneumatically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 010 010
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Designs 010 or 012 010
are available 012
Piston mounted in M
central position

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 010 FPM, design 010,
piston mounted in central position,
thickness of brake disc 12,5 mm:

DHO10FPM-010M-12

Technical Data
Compressed air connection: Brake Caliper DH 010 FPM
360° swivel mounted L-shaped with with
screw coupling connector for design design
outer diameter 6 mm 010 012
68 (86) Brake disc Braking Braking
diameter torque torque
50
50 mm Nm Nm
29 125 10 15
150 14 19
- ’:::’j 1= @ 200 20 26
o | - \ — 250 2% 34
@ s o | @ / 300 32 41
T ~
8 29 355 38 50
n | — —/
2 R B T%\@C@ Clamping force 290N 375N
,,,,,,,,,,,,,,,,, Q i
I o | | : min. 4 bar min. 5 bar
14 - ‘ g = Air pressure max. 8 bar max. 8 bar
» Air volume 3 3
40 { per activation max. 3 cm max. 3 cm
12,5
30 Weight 1kg 1kg
69
58 The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Values in brackets resulting with maximum friction block wear. 9-2




Brake Caliper DV 020 FPM RINGSPANN’

spring activated - pneumatically released

Features Code
Brake Caliper D

Mounting to the machine

parallel to the brake disc v
Frame size 020 020
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 020, 030 or 040 8;8
are available 040
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
Example for ordering

Brake Caliper DV 020 FPM, thruster 020,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 020 FPM -020R- 12

Thruster Compressed air Thruster Technical Data
mounted left connection: G1/4" mounted right
Brake Caliper DV 020 FPM
with with with
153 98 thruster thruster thruster
(116) 020 030 040
ey Brake disc Braking Braking Braking
| ‘ | i) diameter torque torque torque
‘ mm Nm Nm Nm
200 97 130 200
A —+-8-H-
= ~ 250 130 180 270
= 300 170 220 340
355 200 270 420
1 430 250 340 520
JTILL 520 310 430 650
—AH) = & @ :
Z | }\ M S 4 C'afglg’éng 1700N 2300N 3500N
Jds 1 L 1 2
N s J ~ a Air pressure | Min-26bar | min.35bar | min.5 bar
{ T ID D ‘ — 2 ~ P max.7bar | max.7bar | max.7 bar
| ! | !
: Nl s Air volume 3 3 3
80 | L s per activation max. 17.cm?® | max. 17 cm® | max. 17 cm
120 53 53 Weight 52kg 52kg 52kg

145 73

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

10-2

Values in brackets resulting with maximum friction block wear.

10



Brake Caliper DH 020 FPM RINGSPANN’

spring activated - pneumatically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 020 020
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 020, 030 or 040 8;8
are available 040

Position of the thruster to the right or
left can be defined by turning u
the brake during installation

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 FPM, thruster 020,
position of the thruster can be to the
right or left, thickness of brake disc

12,5 mm:
Compressed air DH 020 FPM-020U-12
connection: G1/4"
Technical Data
153 -7 98 Brake Caliper DH 020 FPM
(16) with with with
ot thruster thruster thruster
I ) 020 030 040
Brake disc Braking Braking Braking
diameter torque torque torque
| 5 81 © mm Nm Nm Nm
= 200 97 130 200
250 130 180 270
- 300 170 220 340
355 200 270 420
~ I 430 250 340 520
S ©
| & Nt n 520 310 430 650
‘ o Clamping
mn
| Ji ) . s e 170N | 2300N | 3500N
| : | ] : :
; . min.2,6 bar | min.3,5bar | min.5 bar
80 Air pressure max.7bar | max.7bar | max.7 bar
Air volume 3 3 3
9 53 53 per activation max.17.cm® | max. 17 ¢cm? | max. 17 cm
Weight 52kg 52kg 52kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

Values in brackets resulting with maximum friction block wear.

1



Brake Caliper DH 025 FPM

spring activated - pneumatically released

RINGSPANN"*

Technical Data
Brake Caliper DH 025 FPM
with with with with
thruster thruster thruster thruster
015 025 035 045
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
200 240 270 400 570
250 330 370 540 770
300 420 460 680 970
355 510 570 840 1200
430 640 710 1050 1500
520 790 890 1300 1900
Clamping
force 4300N 4800N 7100N 10100 N
) min. 5 bar min. 5 bar min. 4,2 bar min. 5 bar
Air pressure max. 7 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3
per activation max. 17 cm max. 120 cm max. 185 cm max. 185 cm
Weight 7,5kg 8,6kg 109kg 11,0kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 025 025
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 015, 025, 035 or 045 0t105
are available 045
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 025 FPM, thruster 015,
thruster mounted right, thickness of

brake disc 12,5 mm:

DH025FPM-015R-12

12



Brake Caliper DH 025 FPM RINGSPANN-"

spring activated - pneumatically released

Compressed air connection: G1/4"

Thruster Thruster
mounted left mounted right

A1 B1
(A7) (B2)

135

Thruster 015

25 U %

n -
]
- fad =
| & — ;
93 B 1R
n e 3 ﬂ s
| IS AN
e ——— f()\ f()\ 1 Compressed air connection: G1/4"
‘ - " Y D I
o~ !
o = [ -1 Thruster 025
N e H ﬂ N = ‘ —
Q [Se]
J-F M) s
S J[ oo
W wn
C ‘ C ™~ \ 107
E | -
%‘,‘;%1113 9
i ®
Thickness of brake disc] A, ™) B, ) C D E Compressed air connection: G1/4 {
w ]
mm mm mm mm mm mm mm mm Thruster
12,5 60 (69) 49 (66) 55 72 118 035 and 045
25 67 (76) 56 (73) 62 84 130

Values in brackets resulting with maximum friction block wear.

13



Brake Caliper DH 025 FPA

spring activated - pneumatically released

RINGSPANN"*

Technical Data
Brake Caliper DH 025 FPA
with with with
thruster thruster thruster
065 085 095
Brake disc Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
200 250 150 530
250 340 200 710
300 430 250 900
355 530 310 1100
430 670 390 1400
520 830 480 1700
C'?(’)*:E’éng 4500N 2600N 9300N
. min. 5 bar min. 1,7 bar min. 5 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar
p/e\rira\é‘t)ilyarggn max. 72 cm3 max. 140 cm? max. 140 cm3
Weight 89kg 11,2kg 11,2kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 025 025
Spring activated F
Pneumatically released P
Automatic adjustment to A
accommodate friction block wear

Thrusters 065, 085 or 095 02)5
are available 095
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25
Example for ordering

Brake Caliper DH 025 FPA, thruster 085,
thruster mounted right, thickness of
brake disc 12,5 mm:

DH 025 FPA-085R-12




Brake Caliper DH 025 FPA

spring activated - pneumatically released

RINGSPANN"*

Thruster
mounted left

Thruster
mounted right

80

/ (i
/ o et B S
D Compressed air
n connection: G1/4" -
o™ _ Thruster 065
<
wn
* [ + " D

o £ | ~ — 107

N . = - ! \ —

S} ©

el N
| $
iR lie NP
9 O e -
c | c (-
E Compressed air
connection: G1/4" H
Thruster
085 and 095

Thickness of brake disc| A, (A,) B (B, C D E

w

mm mm mm mm mm mm mm mm

12,5 51 (69) 49 (66) 55 72 118

25 57 (76) 56 (73) 62 84 130

Values in brackets resulting with maximum friction block wear.

15



Brake Caliper DV 030 FPM

spring activated - pneumatically released

RINGSPANN"*

Lokl

eildet

L R

@ |

Technical Data
Brake Caliper DV 030 FPM
with with with with
thruster thruster thruster thruster
025 035 045 101
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
200 270 400 570 760
250 370 540 770 1050
300 460 680 970 1300
355 570 840 1200 1600
430 710 1050 1500 2000
520 890 1300 1900 2500
Arrangement right / left right / left right / left right
Clamping
force 4800N 7100N 10100N 13500N
. min. 5 bar min. 4,2 bar min. 5 bar min. 4,5 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3
per activation max. 120 cm max. 185 cm max. 185 cm max. 540 cm
Weight 9,1kg 11,2 kg 11,2 kg 124kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 030 030
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 025, 035, 045 or 101 05)5
are available 101
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 030 FPM, thruster 035,
thruster mounted right, thickness of

brake disc 12,5 mm:

DVO030FPM-035R-12

16



Brake Caliper DV 030 FPM RINGSPANN-"

spring activated - pneumatically released

80
Compregsed air
Thruster Thruster connection: G1/4
mounted left* Aq B, mounted right
: ks
/ il Sy
.! ;/ ‘ Thruster 025
/ 3
Compressed air connection: G1/4"
“ ) 107
i 4 ~
<| N ..
— Tl
S ° ! 5 i
‘ - N =
J | lﬁ» : @
1 [ce]
<
() '
i E: @{ | s L |
i 7{ == Thruster
80 W 035and 045
127 C C
151
160 76 T
142
S I =)
i s
\‘J\‘J
I
*Thruster 025, 035 and 045
- - Compressed air connection: G1/2"
Thickness of brake disc| A, (A,) B (B, C
W
mm mm mm mm mm mm = [
12,5 60 (69) 49 (66) 55 Thruster 101
25 67 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 17-1

17



Brake Caliper DH 030 FPM

spring activated - pneumatically released

RINGSPANN"*

Technical Data
Brake Caliper DH 030 FPM
with with with with
thruster thruster thruster thruster
025 035 045 101
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
200 270 400 570 760
250 370 540 770 1050
300 460 680 970 1300
355 570 840 1200 1600
430 710 1050 1500 2000
520 890 1300 1900 2500
Clamping force 4800N 7100N 10100N 13500N
) min. 5 bar min. 4,2 bar min. 5 bar min. 4,5 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3
per activation max. 120 cm max. 185 cm max. 185 cm max. 540 cm
Weight 95kg 11,6 kg 11,6 kg 12,8kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 030 030
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 025, 035, 045 or 101 05)5
are available 101
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 030 FPM, thruster 035,
thruster mounted right, thickness of

brake disc 12,5 mm:

DHO030FPM-035R-12

18



Brake Caliper DH 030 FPM RINGSPANN-"

spring activated - pneumatically released

80
Compressed air
connection: G1/4"
Thruster Thruster
mounted left Al B mounted right I ©
7 i —a—
@ P o L
Thruster 025
e
Compressed air connection: G1/4"
2
g R | -
! n - = N
s A8 Fiom S
I o \ |- U] L)
N 12 - F‘% " ®
(] T T — N
7 3 - - W {
¢l ] ® | @ e ;
ml= & l s .
‘ s T o T Thruster
80 8 o W | ' 035 and 045
N~
a2 c ¢
155,6 151
181 . j
‘\\\ —
- =
| ' N <
GO e
o —
Thickness of brake disd| A, A) B, ®,) C Compressed air connection: G1/2"
W
mm mm mm mm mm mm = i
12,5 60 (69) 49 (66) 55 Thruster 101
25 67 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 19-1
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Brake Caliper DV 030 FPA

spring activated - pneumatically released

RINGSPANN"*

Lokl

eildet

L R

@ |

Technical Data
Brake Caliper DV 030 FPA
with with with with
thruster thruster thruster thruster
065 085 095 105
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
200 250 150 530 760
250 340 200 710 1050
300 430 250 900 1300
355 530 310 1100 1600
430 670 390 1400 2000
520 830 480 1700 2500
Arrangement right / left right / left right / left right
Clamping
force 4500N 2600N 9300N 13500N
. min. 5 bar min. 1,7 bar min. 5 bar min. 4,7 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3
per activation max. 72 cm max. 140 cm max. 140 cm max. 460 cm
Weight 9,1kg 11,5 kg 11,5kg 13,1kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 030 030
Spring activated F
Pneumatically released P
Automatic adjustment to A
accommodate friction block wear

Thrusters 065, 085, 095 or 105 Otf)s
are available 105
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 030 FPA, thruster 085,
thruster mounted right, thickness of

brake disc 12,5 mm:

DVO030FPA-085R-12
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Brake Caliper DV 030 FPA RINGSPANN-"

spring activated - pneumatically released

80
Compregsed air
Thruster Thruster connection: G1/4"
mounted left* A B mounted right
R
: ] — :
! ‘ ,‘/ Thruster 065
<. LI
[/ NN Compressed air connection: G1/4"
‘ ~ 107
: 1
O wnl | _ L e N ~
~N)o< . o)} -
fan) L - ) 4%7*7] 2
i\ J T o
‘ ® K
' 1 ] <
(o))
g #1 dd elilelt - |
H—— | !
‘ { - Thruster
80 W 085 and 095
127 C C N,
151
160 76 j
142
1 \me
.Eﬁ' S
—
*Thruster 065, 085 and 095
- - Compressed air connection: G1/2"
Thickness of brake disc| A, (A,) B (B, C
W
mm mm mm mm mm mm = J
12,5 51 (69) 49 (66) 55 Thruster 105
25 57 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 21-1
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Brake Caliper DH 030 FPA

spring activated - pneumatically released

RINGSPANN"*

Technical Data
Brake Caliper DH 030 FPA
with with with with
thruster thruster thruster thruster
065 085 095 105
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
200 250 150 530 760
250 340 200 710 1050
300 430 250 900 1300
355 530 310 1100 1600
430 670 390 1400 2000
520 830 480 1700 2500
C'?g’rf;”g 4500N 2600N 9300N 13500N
) min. 5 bar min. 1,7 bar min. 5 bar min. 4,7 bar
Alr pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3
per activation max.72cm max. 140 cm max. 140 cm max. 460 cm
Weight 9,5kg 11,9kg 11,9kg 13,5kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 030 030
Spring activated F
Pneumatically released P
Automatic adjustment to A
accommodate friction block wear

Thrusters 065, 085, 095 or 105 03)5
are available 105
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 030 FPA, thruster 085,
thruster mounted right, thickness of

brake disc 12,5 mm:

DHO30FPA-085R-12
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Brake Caliper DH 030 FPA RINGSPANN-"

spring activated - pneumatically released

80
Compressed air
connection: G1/4"
Thruster Thruster
mounted left AL By mounted right [l o
- ff
© P .
. Thruster 065
- R
Compressed air connection: G1/4"
73 ‘ 107
e —— N c
s
s . | N
o - ~
| — 1 © ) RN l”] «
" = =
g 12 - M ” S
= Q - I ‘_ I ,
fan) fa\ I
_i : o o N\ J
| = T B i TR Thruster
80 ® o w ) : 085 and 095
42 c C
155,6 151 )
181 . j
) ) e
h 2
—
Thickness of brake disc| A, ™) B, ) C Compressed air connection: G1/2
W
mm mm mm mm mm mm L__.‘ J
12,5 51 (69) 49 (66) 55 Thruster 105
25 57 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 23-1
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Brake Caliper DV 035 FPM

spring activated - pneumatically released

RINGSPANN"*

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 035 035
Spring activated F
Pneumatically released P
Manual adjustment to
accommodate friction block wear
Thrusters 025, 035, 045, 102, 111 U
or 122 are available 0
122

Thruster mounted right available R

. . 12
Thickness of brake disc 12,5 mm, o
25 mm, 30 mm or 40 mm 0

Example for ordering

Brake Caliper DV 035 FPM, thruster 111,
thruster mounted right, thickness of

brake disc 12,5 mm:
Technical Data DV 035 FPM- 111 R- 12
Brake Caliper DV 035 FPM
with with with with with with
thruster thruster thruster thruster thruster thruster
025 035 045 102 1 122
Brake disc Braking Braking Braking Braking Braking Braking
diameter torque torque torque torque torque torque
mm Nm Nm Nm Nm Nm Nm
300 430 640 900 820 1450 1850
355 530 790 1100 1000 1750 2250
430 670 990 1400 1300 2250 2850
520 840 1250 1750 1600 2800 3550
630 1050 1550 2150 2000 3450 4400
710 1200 1750 2450 2250 3950 5000
800 1350 2000 2800 2600 4500 5750
C'afméng 4600N 6800N 9600N 8800N 15300 N 19500 N
Air pressure min. 5 bar min. 4,2 bar min. 5 bar min. 3 bar min. 5 bar min. 6,5 bar
p max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3 3 3
per activation max. 120 cm max. 185 cm max. 185 cm max. 540 cm max. 540 cm max. 540 cm
Weight 10,6 kg 13,0kg 13,0kg 14,2 kg 14,2kg 14,2 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DV 035 FPM RINGSPANN-"

spring activated - pneumatically released

Compressed air 80
Thruster connection: G1/4"
mounted right -\
\
0 0 é‘;’“ ks
67 | N\O \ i ¢
Q 9 Th 025
; ruster
Qe g |
i Compressed air
Q O connection: G1/4"
107
N 5
s 250 T 0o+t
M| © ol
IR - o ~
| 2 " d&T R 2
_ Lo =
‘ % 'ji S
Ll
Thruster
% 035 and 045
99
120 73 151
146 135 ‘
144
o N o
%ﬁ — ———————ﬁ 2
Thickness of brake disc| A, (A,) B (B, C ©
w
mm mm mm mm mm mm Compre_ssed air
connection: G1/2"
12,5 74 (63) 53 (63) 57
25 72 (61) 59 (69) 63
30 86 (75) 62 (72) 66 —
40 82 (71) 67 (77) 71 Thruster
- —— - —— 102,111and 122
Values in brackets resulting with maximum friction block wear. 25-1
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Brake Caliper DH 035 FPM

spring activated - pneumatically released

RINGSPANN"*

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc
Frame size 035 035
Spring activated F
Pneumatically released P
Manual adjustment to
accommodate friction block wear
Thrusters 025, 035, 045, 102, 111 U
or 122 are available 0
122
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm, lj
25 mm, 30 mm or 40 mm 0

Example for ordering

Brake Caliper DH 035 FPM, thruster 111,
thruster mounted right, thickness of

brake disc 12,5 mm:
Technical Data DH 035 FPM- 111R-12
Brake Caliper DH 035 FPM
with with with with with with
thruster thruster thruster thruster thruster thruster
025 035 045 102 1 122
Brake disc Braking Braking Braking Braking Braking Braking
diameter torque torque torque torque torque torque
mm Nm Nm Nm Nm Nm Nm
300 430 640 900 820 1450 1850
355 530 790 1100 1000 1750 2250
430 670 990 1400 1300 2250 2850
520 840 1250 1750 1600 2800 3550
630 1050 1550 2150 2000 3450 4400
710 1200 1750 2450 2250 3950 5000
800 1350 2000 2800 2600 4500 5750
C'afg“rgéng 4600N 6800N 9600N 8800N 15300 N 19500 N
Air pressure min. 5 bar min. 4,2 bar min. 5 bar min. 3 bar min. 5 bar min. 6,5 bar
p max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3 3 3
per activation max. 120 cm max. 185 cm max. 185 cm max. 540 cm max. 540 cm max. 540 cm
Weight 10,6 kg 13,0kg 13,0kg 14,2 kg 14,2kg 14,2 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DH 035 FPM RINGSPANN-"

spring activated - pneumatically released

Compressed air 80
connection: G1/4"

=

Thruster 025

Thruster Thruster
mounted left mounted right

Compressed air
connection: G1/4"

107

|
|
|
2135

Thruster
035and 045
151
O — | B
Thickness of brake disc| A, (A,) B (B, @ D E o S
W
mm mm mm mm mm mm mm mm Compre_ssed air
connection: G1/2"
12,5 74 (63) 53 (63) 57 75 125
25 72 (61) 59 (69) 63 84 131
30 86 (75) 62 (72) 66 75 138 —
40 82 (71) 67 (77) 71 84 147 Thruster
- - ; ] . 102,111 and 122
Values in brackets resulting with maximum friction block wear. 27-1
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Brake Caliper DV 035 FPA

spring activated - pneumatically released

RINGSPANN"*

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 035 035
Spring activated F
Pneumatically released P
Automatic adjustment to A
accommodate friction block wear
Thrusters 065, 085,095, 115 or 125 0335
are available 125
Thruster mounted right available R

. . 12
Thickness of brake disc 12,5 mm, -
25 mm, 30 mm or 40 mm 40

Example for ordering

Brake Caliper DV 035 FPA, thruster 095,
thruster mounted right, thickness of

brake disc 12,5 mm:
Technical Data DV 035 FPA- 095 R - 12
Brake Caliper DV 035 FPA
with with with with with
thruster thruster thruster thruster thruster
065 085 095 115 125
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
300 400 230 830 1350 1750
355 500 290 1050 1700 2150
430 630 360 1300 2100 2700
520 780 450 1600 2650 3350
630 970 560 2000 3250 4150
710 1100 640 2300 3750 4750
800 1250 730 2600 4250 5450
Clamping 4300N 2500N 8900N 14500N 18500N
. min. 5 bar min. 1,7 bar min. 5 bar min. 5 bar min. 6,5 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3 3
per activation max.72cm max. 140 cm max. 140 cm max. 460 cm max. 460 cm
Weight 10,9kg 133kg 13,3kg 149kg 14,9kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.




Brake Caliper DV 035 FPA RINGSPANN-"

spring activated - pneumatically released

Thruster Compressed air 80
mounted right connection: G1/4"
\ A B,
© | O A | B) d% @
o 0
: ) m Thruster 065
@ Hr Compressed air
O O connection: G1/4"
107
S e 5 .
s N3O T 04l o
= e =
T R
| 1T n
| K L )
— ‘ Adé%» '37 Q
96 Thruster
99 085 and 095
120 73 151
146 135 ‘
144
Thickness of brake disc| A, (A,) B (B, C | ©
W
mm mm mm mm mm mm Comprfi_SSEd g%r/zu /
125 5 ©8) 53 ©3) 57 connection:
25 59 (73) 59 (69) 63
30 62 (76) 62 (72) 66 —
40 67 (79 67 (77) 71 Thruijter
115 125
Values in brackets resulting with maximum friction block wear. an 29-1
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Brake Caliper DH 035 FPA

spring activated - pneumatically released

RINGSPANN"*

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 035 035
Spring activated F
Pneumatically released P
Automatic adjustment to A
accommodate friction block wear

Thrusters 065, 085,095, 115 or 125 02)5
are available 125
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm, lj
25 mm, 30 mm or 40 mm 0

Example for ordering

Brake Caliper DH 035 FPA, thruster 095,
thruster mounted right, thickness of

brake disc 12,5 mm:
Technical Data DH 035 FPA - 095 R- 12
Brake Caliper DH 035 FPA
with with with with with
thruster thruster thruster thruster thruster
065 085 095 15 125
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
300 400 230 830 1350 1750
355 500 290 1050 1700 2150
430 630 360 1300 2100 2700
520 780 450 1600 2650 3350
630 970 560 2000 3250 4150
710 1100 640 2300 3750 4750
800 1250 730 2600 4250 5450
Clamping 4300N 2500N 8900N 14500N 18500N
. min. 5 bar min. 1,7 bar min. 5 bar min. 5 bar min. 6,5 bar
Air pressure max. 8 bar max. 8 bar max. 8 bar max. 8 bar max. 8 bar
Air volume 3 3 3 3 3
per activation max.72cm max. 140 cm max. 140 cm max. 460 cm max. 460 cm
Weight 10,9kg 133kg 13,3kg 149kg 14,9kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.




Brake Caliper DH 035 FPA RINGSPANN-"

spring activated - pneumatically released

Compressed air 80
Thruster Thruster connection: G1/4"

mounted left mounted right
%//3 g
=[] S

U

!

Thruster 065

\JJ Compressed air
e AR connection: G1/4"
107
I o W |
{@% D R
(]
Thruster
085 and 095
151
- () W ,3 g
Thickness of brake disc| A, (A,) B (B, C D E ‘ j-/ °
W
mm mm mm mm mm mm mm mm Compret_ssed Ga;r/z“ /
125 5 | ©8) 53 ©3) 57 75 125 Sallil ]
25 59 (73) 59 (69) 63 84 131 j/
30 62 (76) 62 (72) 66 75 138 —=
40 67 (79) 67 (77) 71 84 147 Thruster
. . : . - 115and 125
Values in brackets resulting with maximum friction block wear. 31-1
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Brake Caliper DU 060 FPM

spring activated - pneumatically released

RINGSPANN"*

Features Code
Brake Caliper D
Mounting to the machine, can be

made either parallel or at the right u
angles to the brake disc

Frame size 060 060
Spring activated F
Pneumatically released P
Manual adjustment to M
accommodate friction block wear

Thrusters 111, 122, 130, 135, 140, 150, 1t101
155 or 160 are available 160
Thruster mounted right R
or left available L
Thickness of brake disc 25 mm 25
or40 mm 40
Example for ordering

Brake Caliper DU 060 FPM, thruster 130,
thruster mounted right, thickness of

brake disc 25 mm:

DU 060 FPM - 130R - 25

Technical Data
Brake Caliper DU 060 FPM
with with with with with with with with
thruster thruster thruster thruster thruster thruster thruster thruster
m 122 130 135 140 150 155 160
Brake disc Braking Braking Braking Braking Braking Braking Braking Braking
diameter torque torque torque torque torque torque torque torque
mm Nm Nm Nm Nm Nm Nm Nm Nm
630 4900 6300 2700 5400 7800 7300 10300 13000
710 5600 7300 3100 6200 9000 8500 12000 15500
800 6500 8400 3600 7200 10300 9700 14000 17500
900 7400 9700 4100 8300 11900 11200 16000 20500
1000 8400 10900 4700 9300 13500 12500 18000 23000
1250 10700 14000 6000 12000 17000 16000 23000 29500
1600 14000 18500 7800 16000 22500 21000 30000 38500
Clamping force 24000 N 31000N 13200N 26500 N 38000 N 36000 N 51000 N 65000 N
Air pressure min. 5 bar min. 6,5 bar min. 2,8 bar min. 5,5 bar min. 8,5 bar min. 4,5 bar min. 5,5 bar min. 7,6 bar
p max. 8 bar max. 8 bar max. 8,5 bar max. 8,5 bar max. 10 bar max. 8,5 bar max. 8,5 bar max. 8,5 bar
Air volume max. 80 cm3 max. 80 cm3 max. 200 cm3 max. 200 cm3 max. 200 cm3 max. 400 cm3 max. 400 cm3 max. 400 cm3
per activation ' ' ' ’ ' ’ ' ’
Weight 60 kg 60 kg 62kg 62kg 62kg 70kg 70kg 70kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DU 060 FPM RINGSPANN’

spring activated - pneumatically released

Frame Design

® Mounting,H"
at right angles to the brake disc

Mounting,V* parallel to the brake disc

® Mounting, V" 4xp17
parallel to the brake disc

1775

Outer diameter
of brake disc

332

Mounting ,H" at right angles to the brake disc

3x917

170

40
-

Outer diameter
of brake disc

3

o

Compressed air 151
connection: G1/2"

Thruster Thruster
mounted left 53+ W/2 mounted right

/iﬁ 142
I
/]

Thruster
111and 122

24

32

170

Compressed air
connection: G1/2"

Ik
E@
87
e

Thruster
130, 135 and 140

44 32 ‘

w

=)

S

41,5
~
N

197 +W

w A

mm mm

25 115

40 122
W =Thickness of brake disc Compressed air Y

connection: G1/2

® Mounting,H" at right angles to the brake disc
® Mounting,V* parallel to the brake disc Thruster

150, 155 and 160 334
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Brake Caliper DV 020 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 020 020
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 210 210
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DV 020 FHM, thruster 210,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 020 FHM-210R-12

Hydraulic connection: Technical Data
Bore form W-L8
Thruster Thruster as per DIN 3861, outer "
mounted left  mountedright thread M 14x1,5 Brake Caliper DV 020 FHM
with
thruster
153 139 210
(155) Brake disc Braking
o diameter torque
! mm Nm
200 200
9 e |5l —180 250 270
N 300 340
355 420
L 430 520
T 520 650
N — 1 [*\O iSb3 Clamping force 3500 N
< T ‘ I I 4 < min. 65 bar
= i ’ .
N { J | I;L = @) ‘ e 5y Oil pressure max. 100 bar
| ‘ | ‘ L‘ i Oil volume max. 2,5 cm3
80 ‘[; 12,5
120 53 53 Weight 54kg
145 3 The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Values in brackets resulting with maximum friction block wear. 342
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Brake Caliper DH 020 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 020 020
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 210 210

Position of the thruster to the right or
left can be defined by turning the u
brake around during installation

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 FHM, thruster 210,
position of the thruster can be to the
right or left, thickness of brake disc
12,5mm:

Hydraulic connection: DH 020 FHM -210U-12
Bore form W-L8
e a e Technical Data
ke Cali H 020 FHM
75 139 Bra eCalper.[P)] 020
wit
(155) thruster
210
Brake disc Braking
diameter torque
i - L | R ﬁ} mm Nm
© 200 200
O
- 250 270
253 : 300 340
355 420
o 430 520
¥ 520 650
wn
wn
R Clamping force 3500N
©
| ‘ | f min. 65 bar
i Oil pressure max. 100 bar
80
% Oil volume max. 2,5 cm3
Weight 54kg
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Values in brackets resulting with maximum friction block wear. 352
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Brake Caliper DV 030 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 030 030
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 250 250
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 030 FHM, thruster 250,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 030 FHM-250R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
Brake Caliper DV 030 FHM
with
thruster
250
&
] Brake disc Braking
] diameter torque
o
= ]
s H mm Nm
1 N 200 620
250 840
o
Q 300 1100
ol v 355 1300
430 1600
520 2000
oo}
<
a Clamping force 11000N
Oil pressure min, 40 bar
p max. 120 bar
127 C C Oil volume max. 6 cm3
160 76
Weight 14,5k
142 9 9
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Thickness of brake disc A (A) B (B,) C
w
mm mm mm mm mm mm
12,5 60 (69) 161 (180) 55
25 67 (76) 168 (187) 62
Values in brackets resulting with maximum friction block wear. 36-2
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Brake Caliper DH 030 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 030 030
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 250 250
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 030 FHM, thruster 250,
thruster mounted right, thickness of
brake disc 12,5 mm:

DH 030 FHM-250R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
A B, Brake Caliper DH 030 FHM
(A7) (B,) with
thruster
250
® ‘ ® ] Brake disc Braking
@ o @ _3 diameter torque
s
5 - ® i mm Nm
\@/ - 200 620
VLV |
P AN o 250 840
227777 & Y by 300 1100
; : 2 RINGSIFANN® 355 1300
Ay e © @ @ 430 1600
' o
S 12 - . . L 520 2000
Z Q| E p | [ [
A "~ BN i
4] il + e~ ‘ D © Clamping force 11000N
—I = T
: 2 ]
il v el f min. 40 bar
8‘0 E E o l V\T ) Oil pressure max. 120 bar
~
Lﬁ, c | c Oil volume max. 6 cm3
155,6
181 Weight 14,5kg
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Thickness of brake disc A (A) B (B,) C
w
mm mm mm mm mm mm
12,5 60 (69) 161 (180) 55
25 67 (76) 168 (187) 62
Values in brackets resulting with maximum friction block wear. 37-2
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Brake Caliper DV 030 FHA RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 030 030
Spring activated F
Hydraulically released H
Automatic adjustment to A
accommodate friction block wear

Thruster 240 240
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 030 FHA, thruster 240,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 030 FHA-240R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
Brake Caliper DV 030 FHA
with
thruster
240
® ‘ © ] Brake disc Braking
: ] diameter torque
o
©) = i
® ‘ 5 S H mm Nm
‘ g 12 N 200 620
: = o 250 840
@ | @ < S el [ B & 300 1100
ol | | o e S 355 1300
N o< i
o) I : ) 2 [ 430 1600
N 7 A 520 2000
T | S S P
{ 4 R| o ‘ L © Clamping force 11000N
i - T — [ <
H—=—1
: B en . min. 40 bar
2;0 M Oil pressure max. 120 bar
127 C C Oil volume max. 6 cm3
160 76
Weight 14,2 ke
142 9 9
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Thickness of brake disc A (A) B (B,) C
w
mm mm mm mm mm mm
12,5 51 (69) 161 (180) 55
25 57 (76) 168 (187) 62
Values in brackets resulting with maximum friction block wear. 38-2
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Brake Caliper DH 030 FHA RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 030 030
Spring activated F
Hydraulically released H
Automatic adjustment to A
accommodate friction block wear

Thruster 240 240
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 030 FHA, thruster 240,
thruster mounted right, thickness of
brake disc 12,5 mm:

DHO30FHA-240R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
A B, Brake Caliper DH 030 FHA
(A2) (B2) with
thruster
240
® ‘ ® ] Brake disc Braking
[ o ] diameter torque
@ —®= ]
H mm Nm
® 73 ® B
\@/ L 200 620
e ® ) Q 300 1100
zz&g//z% 2 N
T 2 RINGSEANN 355 1300
N[N © @ @ 430 1600
' o
N 12 - N—" 520 2000
- Q| K | |
Al g [ i
(] J} R ‘ © Clamping force 11000 N
Hl— ” D ! D) ¥
: 2 B
il v ! min. 40 bar
8‘0 E o 0D l Wf . Oil pressure max. 120 bar
- ~|
Lﬂ. c ‘ c Qil volume max. 6 cm3
155,6
181 Weight 13,8kg
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Thickness of brake disc A (A) B (B,) C
w
mm mm mm mm mm mm
12,5 51 (69) 161 (180) 55
25 57 (76) 168 (187) 62
Values in brackets resulting with maximum friction block wear. 39-2
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Brake Caliper DV 035 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine v

parallel to the brake disc

Frame size 035 035
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 270 270
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 035 FHM, thruster 270,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV035FHM-270R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
A B, Brake Cali
per DV 035 FHM
(A) (By)
g g with
thruster
270
@ | G I Brake disc Braking
6 o © _j diameter torque
® ‘ 5 * e H mm Nm
‘ o L
& 14 L 300 1500
< - 355 1850
~
oo @/ ‘ h‘ — Py 430 2350
IS}
(IS e W i ‘ 520 3000
] S @ @ ‘ 630 3600
® = ! 710 4100
800 4700
5 1 g | )|
‘ [l Clamping force 16000N
ks
w . min. 55 bar
c c Oil pressure max. 120 bar
73 Oil volume max. 6 cm3
146 135
144 Weight 13,7kg
The braking torques shown in the table are based on a
Thickness of brake disq| A, *) B, ®) C theoretical friction coefficient of 0,4.
w
mm mm mm mm mm mm
12,5 74 (63) 164 (174) 57
25 72 (61) 171 (181) 63
Values in brackets resulting with maximum friction block wear. 40-2
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Brake Caliper DH 035 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 035 035
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thruster 270 270
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 035 FHM, thruster 270,
thruster mounted right, thickness of
brake disc 12,5 mm:

DHO035FHM-270R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
A B, Brake Caliper DH 035 FHM
(By) .
with
thruster
270
B Brake disc Braking
o ® _j diameter torque
s B mm Nm
L 300 1500
355 1850
~
v 430 2350
520 3000
630 3600
o o 710 4100
N =
S 800 4700
Clamping force 16000N
; min. 55 bar
Oil pressure max. 120 bar
Qil volume max. 6 cm3
Weight 139kg
The braking torques shown in the table are based on a
Thickness of brake disq A, A) B, ®) C D E theoretical friction coefficient of 0,4.
w
mm mm mm mm mm mm mm mm
12,5 74 (63) 164 (174) 57 75 125
25 72 (61) 171 (181) 63 84 131
Values in brackets resulting with maximum friction block wear. 41-2
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Brake Caliper DV 035 FHA RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 035 035
Spring activated F
Hydraulically released H
Automatic adjustment to A
accommodate friction block wear

Thruster 260 260
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 035 FHA, thruster 260,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV035FHA-260R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
Brake Caliper DV 035 FHA
with
thruster
260
® i G l/ M Brake disc Braking
6 o © _j diameter torque
s
5 ‘ 5 i mm Nm
; 8 14 L 300 1500
— 355 1850
S o 3
NES | - o N 430 2350
fie I QAR N 520 3000
, ) ‘* D 630 3600
‘ o e ! 710 4100
wn '
— | N ol | % 800 4700
wn ' .
‘ 1 Clamping force 16000N
w . min. 55 bar
Oil pressure max. 120 bar
C C
73 Oil volume max. 6 cm3
135
144 Weight 139kg
The braking torques shown in the table are based ona
Thickness of brake disq| A, *) B, ®) C theoretical friction coefficient of 0,4.
w
mm mm mm mm mm mm
12,5 54 (68) 164 (174) 57
25 59 (73) 171 (181) 63
Values in brackets resulting with maximum friction block wear. 42-2
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Brake Caliper DH 035 FHA RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 035 035
Spring activated F
Hydraulically released H
Automatic adjustment to A
accommodate friction block wear

Thruster 260 260
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 035 FHA, thruster 260,
thruster mounted right, thickness of
brake disc 12,5 mm:

DHO035FHA-260R-12

Thruster Pressure oil Thruster H
mounted left connection: G1/8" mounted right Technical Data
Brake Caliper DH 035 FHA
with
. thruster
o1 260
n l/ m Brake disc Braking
iy o @ _j diameter torque
e B mm Nm
= u 300 1500
355 1850
™M
S 3 9 430 2350
520 3000
< 630 3600
o~
o 2 5 710 4100
IS}
e g 1o 800 4700
Clamping force 16000N
; min. 55 bar
Oil pressure max. 120 bar
Qil volume max. 6 cm3
Weight 14,1kg
The braking torques shown in the table are based on a
Thickness of brake disq A, A) B, ®) C D E theoretical friction coefficient of 0,4.
w
mm mm mm mm mm mm mm mm
12,5 54 (68) 164 (174) 57 75 125
25 59 (73) 171 (181) 63 84 131
Values in brackets resulting with maximum friction block wear. 43-2
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Brake Caliper DU 060 FHM

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake Caliper DU 060 FHM
with with with with
thruster thruster thruster thruster
340 350 360 370
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
630 2700 5400 7800 13500
710 3100 6200 9000 15500
800 3600 7200 10300 17500
900 4100 8300 11900 20500
1000 4700 9300 13400 23000
1250 6000 12000 17000 29500
1600 7800 15500 22500 38500
Clamping force 13200N 26500 N 38000 N 65000 N
) min. 20 bar min. 30 bar min. 50 bar min. 80 bar
Oil pressure max. 125 bar max. 125 bar max. 125 bar max. 125 bar
Ol volume max. 158 cm3 max. 158 cm3 max. 158 cm3 max. 158 cm3
Weight 71kg 71kg 71kg 71kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Mounting to the machine, can be

made either parallel or at the right u
angles to the brake disc

Frame size 060 060
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Thrusters 340, 350, 360 or 370 3:(; Y
are available 370
Thruster mounted right R
or left available L
Thickness of brake disc 25 mm 25
or40 mm 40

Example for ordering

Brake Caliper DU 060 FHM, thruster 340,
thruster mounted right, thickness of

brake disc 25 mm:

DU 060 FHM - 340 R - 25
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Brake Caliper DU 060 FHM RINGSPANN’

spring activated - hydraulically released

Frame Design

® Mounting,H" - -
at right angles to the brake disc Mounting,V* parallel to the brake disc

® Mounting, V"
parallel to the brake disc

1775

Outer diameter
of brake disc

45-2

Mounting ,H" at right angles to the brake disc

3x917

170

40
-

Outer diameter
of brake disc
:‘. 1
N

45-3

Thruster Thruster
mounted left mounted right

373,5+W/2
(397,5+W/2)

241,5+W/2

255

217

Pressure oil
connection: G1/4"

170

|
|
\
|
1775

£ ]
87

w
S
S

41,5
~
]

|

|
32 cLy

|

w A A

mm mm 197 +W
25 15
40 122

W =Thickness of brake disc ® Mounting,H" at right angles to the brake disc
Values in brackets resulting with maximum friction block wear. ® Mounting, V" parallel to the brake disc
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Brake Caliper DH 012 FEM RINGSPANN’

spring activated - electromagnetically released

Features Code
Brake Caliper D
Mounting to the machine H
atright angles to the brake disc

Frame size 012 012
Spring activated F
Electromagnetically released E
Manual adjustment to M
accommodate friction block wear
Electromagnet for 110/120 VAC 440
Electromagnet for 230/240 VAC 450
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 012 FEM, electromag-
net for 110 V, thruster mounted right,
thickness of brake disc 12,5 mm:

DHO12FEM-440R-12

Technical Data
Brake Caliper DH 012 FEM
!Inductive proximity switch: Thruster Thruster with electro- | with electro-
Brake released mounted left mounted right magnet440 | magnet450
for110/120V | for230/240V
152 Brake disc Braking
(169) / diameter torque
122 mm Nm
(138) 200 110
® 250 140
© o 300 180
g |l—2 |- 355 220
Q 430 280
© i
— 0 @ 520 340
o Clamping force 1850N
IS
Power consumption now
P in open position (100% duty factor)
— ~ Fuse rating 6A
<
o Max. number 600/h permanent activations
) of actuation at 20° C ambient temperature
Weight 7kg
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
Accessories
Universal Transformer see page 184.
Options
« Available with cCSAus approval
Values in brackets resulting with maximum friction block wear. 46-2 + Inductive proximity switch:“Brake released
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Brake Caliper DV 020 FEM RINGSPANN’

spring activated - electromagnetically released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 020 020
Spring activated F
Electromagnetically released E
Manual adjustment to M
accommodate friction block wear
Electromagnet for 230/240 VAC 460
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DV 020 FEM, electromag-
net for 230 V, thruster mounted right,
thickness of brake disc 12,5 mm:

DV 020 FEM -460R- 12

Technical Data

Inductive proximity switch: Thruster Thruster Brake Caliper DV 020 FEM
"Brake released” mounted left mounted right with
electromagnet 460
for 230/240V
Brake disc Braking
diameter torque
mm Nm
200 190
250 260
300 330
355 400
o
2 430 510
520 630
Clamping force 3400N
Power consumption 1w
in open position (100% duty factor)
™M
N Fuse rating 6A
© Max. number 800/h permanent activations
~ of actuation at 20° C ambient temperature
Weight 15kg
The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.
145 73 Accessories
Universal Transformer see page 184.
Inductive proximity switch: :
“Brake closed” OpthI’IS

« Available with cCSAus approval
« Inductive proximity switch: “Brake released”

Values in brackets resulting with maximum friction block wear. « Inductive proximity switch:“Brake closed"
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Brake Calipers EV 018 FEM and EH 018 FEM RINGSPANN’

spring activated - electromagnetically released

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 018 018
Spring activated F
Electromagnetically released E
Manual adjustment to M
accommodate friction block wear
Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M
central position
Thickness of brake disc8 ... 15 mm 12
or16...20mm 20
Example for ordering
Brake Caliper EV 018 FEM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:
Advantages Options EV 018 FEM-480 M- 12
The brake caliper EV 018 FEM or EH018 FEMis « Available with cCSAus approval
a very compact and high efficient disc brake . Inductive proximity switch:“Brake re-
with very low power consumption. Its floating leased"-, “Brake closed"-status and/or Technical Data
bearing compensates small misallignments of “Friction block wear adjustment necessary” Brake Cal
the brake disc. The separate electronic module £V 018 F’EaMeang 'é’:rgm -
(included) reduces the power consumption in with supply voltage
open position automatically. 220t 240VAC | 380 to 480 VAC
Brake disc Braking Braking
diameter torque torque
. mm Nm Nm
Electronic module 125 100
150 130
| 57 80 200 200
250 260
\' — 300 320
7 Py N
k" © 355 400
Clamping force 3200N
Clamping force or
n 52 I braking torque 50-100%
~ © adjustable
10 Power consumption 24W | 2w
e in open position (100% duty factor)
® &) D Fuse rating 10 A, Type "B"
@ 2| \®)
S ), —
oIt T Max. number 360/h permanent activations
® 2 L of actuation at 20° C ambient temperature
s T ) . at least 8 seconds
& ‘ @ Actuation frequency between 2 activations
‘ ‘ Weight 6,5kg
32 T 25 1 23 The braking torques shown in the table are based on a
2 .23 ] theoretical friction coefficient of 0,4.
483 | )
Shorter actuation frequency on request
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Brake Calipers EV 018 FEM and EH 018 FEM RINGSPANN-"

spring activated - electromagnetically released

Brake Caliper EV 018 FEM

A1
(A2)
60 B1
T 52
(o) N |
=/ 14* )
| o [ i
© H ® i 1
> QIR shd |||
g4 5| | H@®M. 1T |
o &9 b 2|
; - ! | |
| 2 D |
© ) = |
B i
o | %} 5
86 -
120 C
140
Thickness of brake disc| A, (A) B (B, C
W
mm mm mm mm mm mm
8...15 97 (108) 76,5 (95) 90
16...20 99 (110) 785 (97) 94
Values in brackets resulting with friction block wear. 49-1
Brake Caliper EH 018 FEM
124 A1 60,5

)

12
TIT
; A
7 <
L %
o
wn
I - S
Thickness of brake disc A (A) B (B, C
W
mm mm mm mm mm mm
8...15 97 (108) 76,5 (95) 90
16...20 99 (110) 785 (97) 94
Values in brackets resulting with friction block wear. 49-2
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Brake Calipers EV 024 FEM and EH 024 FEM

spring activated - electromagnetically released

RINGSPANN"*

Advantages

The brake caliper EV 024 FEM or EH 024 FEM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in open position auto-
matically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 024 FEM and EH 024 FEM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
250 400
300 500
355 610
430 760
520 940
630 1160
Clamping force 5000 N
Clamping force or
braking torque 50-100%
adjustable
Power consumption 20W | 20W
in open position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20° C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 13kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 024 024
Spring activated F
Electromagnetically released E
Manual adjustment to M
accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M

central position

Thickness of brake disc 10.... 16 mm 12
or18...26 mm 25

Example for ordering

Brake Caliper EV 024 FEM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:

EV 024 FEM-480M-12
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Brake Calipers EV 024 FEM and EH 024 FEM RINGSPANN-"

spring activated - electromagnetically released

Brake Caliper EV 024 FEM

A1
(A2)
97 B
(B2)
el
O )
ol w| o || | 10
o| | —
Q
o i
A i
")) 3
o (W)
\
110 |
145 64,5 \ C
170
Thickness of brake disc| A, (A) B (B, C
W
mm mm mm mm mm mm
10...16 104 (115) 83,5 (98,5) 103
18...26 109 (120) 88,5 (103,5) 110
Values in brackets resulting with friction block wear. 51-1
Brake Caliper EH 024 FEM
182 A1 84,5
(A2)
80 B1 46,5
(B2)

Zana i

15 ;‘ V V “E 2135

47
]
\
|
|
|
L

=~
@
&

() @9
4 1
‘ 7- i ¢
. )
@~ O :
’
B | wn
I
115
\ 85
Thickness of brake disc A (A) B (B, C
W
mm mm mm mm mm mm
10...16 104 (115) 83,5 (98,5) 103
18...26 109 (120) 88,5 (103,5) 110
Values in brackets resulting with friction block wear. 51-2
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Brake Calipers EV 028 FEM and EH 028 FEM

spring activated - electromagnetically released

RINGSPANN"*

Advantages

The brake caliper EV 028 FEM or EH 028 FEM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in open position auto-
matically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 028 FEM and EH 028 FEM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
300 940
355 1160
430 1460
520 1820
630 2260
710 2580
Clamping force 10000 N
Clamping force or
braking torque 60 - 100%
adjustable
Power consumption 15w | 9w
in open position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20° C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 24 kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 028 028
Spring activated F
Electromagnetically released E
Manual adjustment to M

accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480

Electromagnet mounted in
central position

Thickness of brake disc 10.... 16 mm 12
or18...26 mm 25

Example for ordering

Brake Caliper EV 028 FEM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:

EV028 FEM-480M-12
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Brake Calipers EV 028 FEM and EH 028 FEM RINGSPANN-"

spring activated - electromagnetically released

Brake Caliper EV 028 FEM

Ay
(A2)
107 B
| B2
S ]
(é; L= ! ]
L el I
o [||le][ : P ; B
" 7 | —
§ 3 I e i B 16 : =
& = =
o P 2 I !
l p il i &
7N 8 L J
@ D | TR — >
& i
? 137 % # w
174 79 \ C
210
Thickness of brake disc| A, (A) B (B, C
W
mm mm mm mm mm mm
10...16 124 (139) 101 (118) 121
18...26 129 (144) 106 (123) 127
Values in brackets resulting with friction block wear. 53-1
Brake Caliper EH 028 FEM
207 A1 159

100

15

50

W

JANY @9
S —
@ | 8 3
@ © ® Lk
& ZK R
ﬂ [ J{
@ B 3
F 137
100
Thickness of brake disc A (A) B (B, C
W
mm mm mm mm mm mm
10...16 124 (139) 101 (118) 121
18...26 129 (144) 106 (123) 127
Values in brackets resulting with friction block wear. 53-2
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Brake Calipers EV 038 FEM and EH 038 FEM

spring activated - electromagnetically released

RINGSPANN"*

Advantages

The brake caliper EV 038 FEM or EH 038 FEM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in open position auto-
matically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 038 FEM and EH 038 FEM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
430 2830
520 3550
630 4430
710 5070
800 5790
900 6590
Clamping force 20000 N
Clamping force or
braking torque 60 - 100%
adjustable
Power consumption 20W | 24W
in open position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20° C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 50kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 038 038
Spring activated F
Electromagnetically released E
Manual adjustment to M
accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M

central position

Thickness of brake disc 12,5 ... 20 mm 12
or22...30mm 25

Example for ordering

Brake Caliper EV 038 FEM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 25 mm:

EV 038 FEM -480 M - 25
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Brake Calipers EV 038 FEM and EH 038 FEM RINGSPANN-"

spring activated - electromagnetically released

Brake Caliper EV 038 FEM

122
D =
8 S = 20
Q
N
o
o
- ~
e
I
T
175 |
230 103 \ C
270
Thickness of brake disc| A, (A) B (B, C
W
mm mm mm mm mm mm
125...20 171 (186) 143 (161) 163
22...30 176 (191) 148 (166) 169
Values in brackets resulting with friction block wear. 55-1
Brake Caliper EH 038 FEM
242 ‘ A1 203
60
130
|
Q @ 20|38 017
I } ] |
| Z
\ e\ 15 %)
\ @ ~
)
© ©® o N
o i
\ 2 Q
I ‘ [ ] |
@ 2 =
178
\ 120
Thickness of brake disc A (A) B (B, C
W
mm mm mm mm mm mm
125...20 7 (186) 143 (161) 163
22...30 176 (191) 148 (166) 169
Values in brackets resulting with friction block wear. 55-2
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Brake Caliper DS 160 FEA RINGSPANN’

spring activated - electrohydraulically released

Features Code
Brake Caliper D
Disc Brake S
Frame size 160 160
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451 or 452 451
are available 452
Thrustors mounted right R
or left available L
Thickness of brake disc 20 mm 20
Example for ordering

Brake Caliper DS 160 FEA, thrustor 452,
thrustor mounted right, thickness of
brake disc 20 mm:

DS 160 FEA-452R-20

Technical Data
Brake Caliper DS 160 FEA
with with
thrustor thrustor
451 452
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
250 200 270
315 260 350
355 300 400
400 340 460
450 390 530
500 440 600
Clamping force 2500N 3400N
Braking torque
adjustable 20-100% 20-100%
Nominal power 130W 180W
Qil volume 141 251
Voltage 230/400V 230/400V
Weight 40kg 45kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DS 160 FEA RINGSPANN-"

spring activated - electrohydraulically released

332 B1 E
13 _ 123 53
/ Hand release lever
B (optional)
’, o) | 5
| © [Ohg[@)] © jK
\‘ °
© © {[ Li 8]
\\ o B
\ g Bt N
N : g _
— 1= = ‘
™ @) el 8 3 8
@ J;l ‘ s s w
A MO ||| O °]J[El TN 18
—— — PN
Qe = a1 ]| [+
Thrustor with [ T [
internal throttle valve
(optional)
20 External adjustable 50
M max. brake spring
230 n
& 6
\\J
Brake disc D1 D3 E S
diameter | —
D2 || |-
mm mm mm mm 3
o~ o~
250 196 110 98 - I
315 260 170 130 L SRS
355 30 | 210 | 150 HH N
400 346 255 173 LD
450 396 305 198
500 446 355 23 35
200 15
Thrustor B1 M
max.
mm mm
451 201 216
452 214 241

Drawing shows the thrustor mounted on the right hand side of the brake

Options

+ Micro-switch wear control « Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and
« Micro-switch residual piston stroke warning frequencies
+ Hand release lever

+ Hand release lever with padlock

Thrustor with internal throttle valve

Thrustor in heat resistant design

Corrosion protected design

Friction lining of sintered metall
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Brake Caliper DS 230 FEM RINGSPANN’

spring activated - electrohydraulically released

Features Code
Brake Caliper D
Disc Brake S
Frame size 230 230
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear
451
Thrustors 451,452, 453 or 454 o
are available
454
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30
Example for ordering
Brake Caliper DS 230 FEM, thrustor 453,
thrustor mounted right, thickness of
brake disc 30 mm:
Technical Data DS 230 FEM - 453 R- 30
Brake Caliper DS 230 FEM
with with with with
thrustor thrustor thrustor thrustor
451 452 453 454
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
315 250 350 750 900
355 300 450 900 1050
400 350 500 1050 1200
450 400 600 1200 1400
500 450 650 1350 1600
Clamping force 2750N 4100N 8250N 9700N
Braking torque . . . :
adjustable 20-100% 20-100% 20-100% 20-100%
Nominal power 130W 180W 240W 280 W
Qil volume 141 2,51 351 351
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 73kg 78kg 80kg 80 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DS 230 FEM

spring activated - electrohydraulically released

RINGSPANN"*

RL 140 max. 199 B1 E
¢ -
¥
\ B=E \ 1
]
g "— 5/ 0
o L
3 1
B —
H, 8 3 a
Q| v ©
Thrustor with Q‘L
internal throttle valve
(optional) O. n
80
300 5
External adjustable N
Brake disc D1 D3 E brake spring $ $
diameter |:| |:| )
D2 @
mm mm mm mm 0 [
ot L
315 235 120 118 |:| |:| 8 8
355 275 | 160 | 138 g & @
400 320 205 160
450 370 | 255 | 185 o | o 2
v IS}
500 420 305 210 x
© o ©
Thrustor B1 M RL 90 120 20
max.
mm mm mm
451 221 253 274
452 234 274 366
453 251 286 366
454 251 286 366
Drawing shows the thrustor mounted on the right hand side of the brake 59-1

Options
+ Micro-switch wear control + Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and

« Micro-switch residual piston stroke warning frequencies
+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve

« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall
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Brake Caliper DS 230 FEA RINGSPANN’

spring activated - electrohydraulically released

Features Code
Brake Caliper D
Disc Brake S
Frame size 230 230
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear
451
Thrustors 451,452, 453 or 454 .
are available
454
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30
Example for ordering
Brake Caliper DS 230 FEA, thrustor 453,
thrustor mounted right, thickness of
brake disc 30 mm:
Technical Data DS 230 FEA - 453 R- 30
Brake Caliper DS 230 FEA
with with with with
thrustor thrustor thrustor thrustor
451 452 453 454
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
315 250 350 750 900
355 300 450 900 1050
400 350 500 1050 1200
450 400 600 1200 1400
500 450 650 1350 1600
Clamping force 2750N 4100N 8250N 9700N
Braking torque . . . :
adjustable 20-100% 20-100% 20-100% 20-100%
Nominal power 130W 180W 240W 280 W
Qil volume 141 2,51 351 351
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 73kg 78kg 80kg 80 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DS 230 FEA

spring activated - electrohydraulically released

RINGSPANN"*

RL 140 max. 199 B1 E
62
! Bee E
= $
\ O
| - LS
\ =3 \ 1
]
g "— 5/ 0
o L
3 1
B —
H, 8 3 a
Q| v ©
Thrustor with Q‘L
internal throttle valve
(optional) O. n
80
300 5
External adjustable N
Brake disc D1 D3 E brake spring $ $
diameter |:| |:| )
D2 @
mm mm mm mm 0 [
ot L
315 235 120 118 |:| |:| 8 8
355 275 160 138 g & S
400 320 205 160
450 370 | 255 | 185 o | o 2
v IS}
500 420 305 210 x
© o ©
Thrustor B1 M RL 90 120 20
max.
mm mm mm
451 221 253 274
452 234 274 366
453 251 286 366
454 251 286 366
Drawing shows the thrustor mounted on the right hand side of the brake 61-1
Options

+ Micro-switch wear control « Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and

« Micro-switch residual piston stroke warning frequencies
+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve

« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall

61



Brake Caliper DS 280 FEM RINGSPANN’

spring activated - electrohydraulically released

Features Code
Brake Caliper D
Disc Brake S
Frame size 280 280
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear
453
Thrustors 453, 454, 455 or 456 o
are available
456
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30
Example for ordering
Brake Caliper DS 280 FEM, thrustor 456,
thrustor mounted right, thickness of
brake disc 30 mm:
Technical Data DS 280 FEM - 456 R - 30
Brake Caliper DS 280 FEM
with with with with
thrustor thrustor thrustor thrustor
453 454 455 456
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
400 1200 1450 2400 3950
450 1400 1700 2800 4650
500 1600 1950 3200 5300
560 1850 2250 3650 6100
630 2100 2600 4250 7050
710 2450 3000 4850 8100
Clamping force 10050N 12250N 20050 N 33250N
Braking torque : B : }
adjustable 20-100% 20-100% 20-100% 20-100%
Nominal power 240W 280 W 370W 590 W
Qil volume 351 3,51 451 11
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 126 kg 126 kg 132kg 158 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DS 280 FEM

spring activated - electrohydraulically released

RINGSPANN"*

RL 195 max. 225 B1 E
/ 82
! Hand release lever
;/ (optional)
[ ;|
) (=]
& o/ O
3
S
o — o
al o g
% s s ®
(=]
0|
B N
Thrustor with /
internal throttle valve -':j tl
(optional) |
\  External adjustable 370 <
Brake disc D1 D3 E b kJ - o
diameter rake spring o )
D2
mm mm mm mm |:| |:| Q
400 300 | 150 | 150 ”
450 35 | 200 | 175 H H E ~
500 400 | 250 | 200 H |:| Sgh
560 460 310 230 ol -
630 530 380 265 o
710 610 460 305
[e[ o]
Thrustor B1 M RL Q
max. 145 140 20
mm mm mm mm
453 in 327 345 175
454 n 327 345 175
455 332 348 347 175
456 354 377 551 195
Drawing shows the thrustor mounted on the right hand side of the brake 63-1

Options
+ Micro-switch wear control + Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and

« Micro-switch residual piston stroke warning frequencies

+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve
« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall
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Brake Caliper DS 280 FEA RINGSPANN’

spring activated - electrohydraulically released

Features Code
Brake Caliper D
Disc Brake S
Frame size 280 280
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear
453
Thrustors 453, 454, 455 or 456 .
are available
456
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30
Example for ordering
Brake Caliper DS 280 FEA, thrustor 456,
thrustor mounted right, thickness of
brake disc 30 mm:
Technical Data DS 280 FEA - 456 R - 30
Brake Caliper DS 280 FEA
with with with with
thrustor thrustor thrustor thrustor
453 454 455 456
Brake disc Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
400 1200 1450 2400 3950
450 1400 1700 2800 4650
500 1600 1950 3200 5300
560 1850 2250 3650 6100
630 2100 2600 4250 7050
710 2450 3000 4850 8100
Clamping force 10050N 12250N 20050 N 33250N
Braking torque
adjustable 20-100% 20-100% 20-100% 20-100%
Nominal power 240W 280 W 370W 590 W
Qil volume 351 3,51 451 11
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 126 kg 126 kg 132kg 158 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DS 280 FEA

spring activated - electrohydraulically released

RINGSPANN"*

RL 195 max. 225 B1 E
/ 82
! Hand release lever
;/ (optional)
[ ;|
) (=]
& o/ O
3
S
o — o
al o g
% s s ®
(=]
0|
B N
Thrustor with /
internal throttle valve -':j tl
(optional) |
\  External adjustable 370 <
Brake disc D1 D3 E b kJ - o
diameter rake spring o )
D2
mm mm mm mm |:| |:| Q
400 300 | 150 | 150 ”
450 35 | 200 | 175 H H E ~
500 400 | 250 | 200 H |:| Sgh
560 460 310 230 ol -
630 530 380 265 o
710 610 460 305
[e[ o]
Thrustor B1 M RL Q
max. 145 140 20
mm mm mm mm
453 in 327 345 175
454 n 327 345 175
455 332 348 347 175
456 354 377 551 195
Drawing shows the thrustor mounted on the right hand side of the brake 65-1

Options
+ Micro-switch wear control + Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and

« Micro-switch residual piston stroke warning frequencies

+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve
« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall
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Brake Caliper DS 370 FEM

spring activated - electrohydraulically released

RINGSPANN"*

Technical Data
Brake Caliper DS 370 FEM
with with with
thrustor thrustor thrustor
455 456 457
Brake disc Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
500 2950 5000 7400
560 3450 5800 8600
630 4000 6750 10000
710 4550 7850 11600
800 5350 9050 13400
900 6200 10400 15400
1000 7000 11750 17400
1250 9000 15000 22400
Clamping force 20100N 33850N 50000 N
Braking torque 20-100% 20-100% 20-100%
adjustable
Nominal power 370W 590W 680W
Qil volume 451 11 11
Voltage 230/400V 230/400V 230/400V
Weight 241kg 267 kg 267kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Disc Brake S
Frame size 370 370
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 455, 456 or 457 222
are available 457
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30

Example for ordering

Brake Caliper DS 370 FEM, thrustor 456,
thrustor mounted right, thickness of

brake disc 30 mm:

DS370 FEM-456R-30
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Brake Caliper DS 370 FEM

spring activated - electrohydraulically released

RINGSPANN"*

RL

Drawing shows the thrustor mounted on the right hand side of the brake

195 max. 235 B1 E
/'/ 95
1 Hand release lever - -
(optional) D 5]
' (0]
\ Y
: o
[¥a)
=
N €
o — o~
ol ol o
Thrustor with 8 8 ®
internal throttle valve
(optional)
30
External adjustable 410
Brake disc D1 D3 E brake spring
diameter o
D2 ) o—=
mm mm mm mm
o
500 370 | 180 | 185 |:| |:| 8
560 430 240 215 |‘| |'|
,_ o
630 500 | 310 | 250 00 [
710 580 | 390 | 290 - |:| |:| Sl o
9 o
800 670 | 480 | 335 2 B
900 770 580 385
1000 870 680 435 |[¢__¢| o
1250 1120 | 930 | 560 155 160 30
Thrustor B1 M RL
max.
mm mm mm
455 355 355 365
456 372 395 550
457 372 395 550

67-1

Options

« Micro-switch wear control

« Micro-switch status control

« Micro-switch residual piston stroke warning

« Pneumatic cylinder instead of thrustor

« Thrustor also available in other voltages and

frequencies

+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve
« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall
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Brake Caliper DS 370 FEA

spring activated - electrohydraulically released

RINGSPANN"*

Technical Data
Brake Caliper DS 370 FEA
with with with
thrustor thrustor thrustor
455 456 457
Brake disc Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
500 2950 5000 7400
560 3450 5800 8600
630 4000 6750 10000
710 4550 7850 11600
800 5350 9050 13400
900 6200 10400 15400
1000 7000 11750 17400
1250 9000 15000 22400
Clamping force 20100N 33850N 50000 N
Braking torque 20-100% 20-100% 20-100%
adjustable
Nominal power 370W 590W 680W
Qil volume 451 11 11
Voltage 230/400V 230/400V 230/400V
Weight 241kg 267 kg 267kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Disc Brake S
Frame size 370 370
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 455, 456 or 457 2?2
are available 457
Thrustors mounted right R
or left available L
Thickness of brake disc 30 mm 30

Example for ordering

Brake Caliper DS 370 FEA, thrustor 456,
thrustor mounted right, thickness of

brake disc 30 mm:

DS370 FEA-456R-30
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Brake Caliper DS 370 FEA

spring activated - electrohydraulically released

RINGSPANN"*

RL ) 195 max. 235

i Hand release lever

B1

(optional)

Tdo

o
un
=
N S
o — o~
ol ol o
Thrustor with 8 8 ®
internal throttle valve
(optional)
30
External adjustable 410
Brake disc D1 D3 E brake spring
diameter 3
D2 &) &
mm mm mm mm
o
500 370 180 185 |:| |:| *
560 430 240 215 |‘| |'|
,_ o
630 500 | 310 | 250 0 [
710 580 | 390 | 290 " |:| |:| Sl o
9 o
800 670 | 480 | 335 2 3 -
900 770 580 385
1000 870 680 435 |I¢__¢| o
1250 1120 | 930 | 560 155 160 30
Thrustor B1 M RL
max.
mm mm mm
455 355 355 365
456 372 395 550
457 372 395 550

Drawing shows the thrustor mounted on the right hand side of the brake

69-1

Options
+ Micro-switch wear control + Pneumatic cylinder instead of thrustor

« Micro-switch status control « Thrustor also available in other voltages and

« Micro-switch residual piston stroke warning frequencies

+ Hand release lever

+ Hand release lever with padlock

« Thrustor with internal throttle valve
« Thrustor in heat resistant design

« Corrosion protected design

« Friction lining of sintered metall
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Brake Caliper DT 200 FEM ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 200 200
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 451 or 452 451
are available 452
Material: cast NC

Example for ordering

Brake Caliper DT 200 FEM, thrustor 452,
material: cast

DT 200 FEM - 452 -NC

Technical Data

Brake Caliper DT 200 FEM ... NC
with with
thrustor thrustor
451 452
Brake drum Braking Braking
diameter torque torque
mm Nm Nm
200 230 310
Clamping force 2875N 3875N
Braking torque
adjustable 20-100% 20-100%
(optional)
Nominal power 130W 180W
QOil volume 141 251
Voltage 230/400V 230/400V
Weight 26 kg 31kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DT 200 FEM ... NC RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

330
Micro-switch wear control Micro-switch status control Hand release lever \\
(optional) (optional) / (optional) \\
=
o o ff |
0 S /
TE i g m //
[3a}
<
3
| \X
o
8 L
o Thrustor with
X internal throttle valve
(optional)
15 115 External adjustable
brake spring
165 178 (optional)
145 145
4x 0 14
i I » TG Y |
— ~ BEANZZ =N
8 R | B =L O [0 =
’ — i VA
K
Thrustor K M
mm mm
451 422 142
452 450 168 7141

Options
+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 200 FEA ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 200 200
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451 or 452 451
are available 452
Material: cast NC
Example for ordering

Brake Caliper DT 200 FEA, thrustor 452,
material: cast

DT 200 FEA -452 - NC

Technical Data

Brake Caliper DT 200 FEA ... NC
with with
thrustor thrustor
451 452
Brake drum Braking Braking
diameter torque torque
mm Nm Nm
200 230 310
Clamping force 2875N 3875N
Braking torque
adjustable 20-100% 20-100%
(optional)
Nominal power 130W 180W
QOil volume 141 251
Voltage 230/400V 230/400V
Weight 26 kg 31kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DT 200 FEA ... NC RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

330
Micro-switch wear control Micro-switch status control Hand release lever \\
(optional) (optional) / (optional) \\
=
o o ff |
0 S /
TE i g m //
[3a}
<
3
| \X
o
8 L
o Thrustor with
X internal throttle valve
(optional)
15 115 External adjustable
brake spring
165 178 (optional)
145 145
4x 0 14
i I » TG Y |
— ~ BEANZZ =N
8 R | B =L O [0 =
’ — i VA
K
Thrustor K M
mm mm
451 422 142
452 450 168 7341

Options
+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 200 FEA ... ST RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 200 200
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451 or 452 451
are available 452
Material: steel ST
Example for ordering

Brake Caliper DT 200 FEA, thrustor 452,
material: steel

DT 200 FEA -452-ST

Technical Data
Brake Caliper DT 200 FEA ... ST
with with
thrustor thrustor
451 452
Brake drum Braking Braking
diameter torque torque
mm Nm Nm
200 250 330
Clamping force 3125N 4125N
Braking torque . .
adjustable 20-100% 20-100%
Nominal power 130W 180W
Oil volume 141 251
Voltage 230/400V 230/400V
Weight 32kg 37kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DT 200 FEA ... ST RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

330
Micro-switch wear control Micro-switch status control N
(thiona|) (optiona|) Hand release lever \
(optional) |

[T

[
L~

H max.

160

Thrustor with
internal throttle valve

m ‘ ‘ (optional)
\ \

(o
]

()

115 115 External adjustable
brake spring
165 165
145 145
4x014
LINT A l |
=AW= o= B
8 3 R o @re=0tl OB [[ O] =
I y 7]
Thrustor H K M K
max.
mm mm mm
451 405 417 142
452 492 453 168

Options

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 250 FEM ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 250 250
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 451, 452 or 453 :g;
are available 453
Material: cast NC
Example for ordering

Brake Caliper DT 250 FEM, thrustor 452,
material: cast

DT 250 FEM -452-NC

Technical Data

Brake Caliper DT 250 FEM ... NC
with with with
thrustor thrustor thrustor
451 452 453
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
250 260 350 700
Clamping force 2600N 3500N 7000N
Braking torque
adjustable 20-100% 20-100% 20-100%
(optional)
Nominal power 130W 180W 240W
Qil volume 141 2,51 3,51
Voltage 230/400V 230/400V 230/400V
Weight 39kg 44 kg 46 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DT 250 FEM ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

330
Micro-switch wear control Micro-switch status control Hand release lever |
(optional) (optional) / (optional) \\
o/ 8
L4 /
z /
5 ,
P
: g
T
o
o
< b_ Thrustor with
- o] internal throttle valve
(optional)
144 144
External adjustable
207 217 brake spring
(optional)
180 180
4x 318
1 =[] |
8 3 | S f—— =
[ |
Thrustor H K M K
max.
mm mm mm
451 485 476 142
452 485 501 168
453 500 510 192 771

Options
+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums

77



Brake Caliper DT 250 FEA ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data

Brake Caliper DT 250 FEA ... NC
with with with
thrustor thrustor thrustor
451 452 453
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
250 260 350 700
Clamping force 2600N 3500N 7000N
Braking torque
adjustable 20-100% 20-100% 20-100%
(optional)
Nominal power 130W 180W 240W
Qil volume 141 2,51 3,51
Voltage 230/400V 230/400V 230/400V
Weight 39kg 44 kg 46 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 250 250
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451, 452 or 453 :g;
are available 453
Material: cast NC

Example for ordering

Brake Caliper DT 250 FEA, thrustor 452,
material: cast

DT 250 FEA-452-NC




Brake Caliper DT 250 FEA ... NC RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

330
Micro-switch wear control Micro-switch status control Hand release lever |
(optional) (optional) / (optional) \\
g ] |
& /
3
€
T
o
o
< Thrustor with
- o] internal throttle valve
} } (optional)
144 144
External adjustable
207 217 brake spring
(optional)
180 180
4x 318
1 =[] |
8l 8 1 8 —T— =
[ |
Thrustor H K M K
max.
mm mm mm
451 485 476 142
452 485 501 168
453 500 510 192 79-1

Options
+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 250 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data
Brake Caliper DT 250 FEA ... ST
with with with
thrustor thrustor thrustor
451 452 453
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
250 300 400 750
Clamping force 3000N 4000 N 7500N
Braking torque . . .
adjustable 20-100% 20-100% 20-100%
Nominal power 130W 180W 240W
Qil volume 141 2,51 351
Voltage 230/400V 230/400V 230/400V
Weight 40 kg 45kg 47kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 250 250
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451, 452 or 453 :g;
are available 453
Material: steel ST
Example for ordering

Brake Caliper DT 250 FEA, thrustor 452,
material: steel

DT 250 FEA -452-ST




Brake Caliper DT 250 FEA ... ST

spring activated - electrohydraulically released

Drum Brake according to DIN 15 435

RINGSPANN"*

Micro-switch wear control
(optional)

Micro-switch status control

(optional)

330

Hand release lever \
(optional) |

aOp )

[ ———

o)
o

©
o

®)

Thrustor with
internal throttle valve
(optional)

<
wn
3
€
o
o
| |
145 145
205 205
180 180
4x 218 )
: 4‘%‘% .
=
T &
28 8 T—F
L WJI . T
=L
Thrustor K M
mm mm
451 483 142
452 508 168
453 516 192

External adjustable
brake spring

81-1

Options

Micro-switch wear control
Micro-switch status control

Hand release lever

Thrustor with internal throttle valve
Thrustor in heat resistant design
Corrosion protected design

Wider brake shoes and brake drums
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Brake Caliper DT 315 FEM ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 315 315
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 451,452, 453, 454 or 455 4;)1
are available 455
Material: cast NC
Example for ordering

Brake Caliper DT 315 FEM, thrustor 453,
material: cast

DT 315 FEM-453-NC

Technical Data

Brake Caliper DT 315 FEM ... NC
with with with with with
thrustor thrustor thrustor thrustor thrustor
451 452 453 454 455
Brake drum Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
315 285 425 850 1070 1700
Clamping force 2300N 3400N 6700N 8500N 13500N
Braking torque
adjustable 20-100% 20-100% 20-100% 20-100% 20-100%
(optional)
Nominal power 130W 180W 240W 280W 370W
Oil volume 141 251 351 351 451
Voltage 230/400V 230/400V 230/400V 230/400V 2307400V
Weight 49kg 54kg 56 kg 56 kg 62kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DT 315 FEM ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Micro-switch wear control

(optional)

Micro-switch status control

(optional)

/ (optional)

363

Hand release lever

H
%
g ]
I
|
o
o~
Thrustor with
internal throttle valve
(optional)
External adjustable
257,5 260,7 brake spring
(optional)
220 220
4x 2 18
[ i
\J r——wl
2 s (P = =
oI
Thrustor H K M
max.
mm mm mm
451 532 536 174
452 532 593 168
453 532 601 192
454 532 601 192
455 565 618 234 831
Options

External adjustable brake spring

Micro-switch wear control

Micro-switch status control

Hand release lever

Thrustor with internal throttle valve

Thrustor in heat resistant design

Corrosion protected design

Wider brake shoes and brake drums
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Brake Caliper DT 315 FEA ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 315 315
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451,452, 453, 454 or 455 4;)1
are available 455
Material: cast NC
Example for ordering

Brake Caliper DT 315 FEA, thrustor 453,
material: cast

DT 315 FEA-453-NC

Technical Data

Brake Caliper DT 315 FEA ... NC
with with with with with
thrustor thrustor thrustor thrustor thrustor
451 452 453 454 455
Brake drum Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
315 285 425 850 1070 1700
Clamping force 2300N 3400N 6700N 8500N 13500N
Braking torque
adjustable 20-100% 20-100% 20-100% 20-100% 20-100%
(optional)
Nominal power 130W 180W 240W 280W 370W
Oil volume 141 251 351 351 451
Voltage 230/400V 230/400V 230/400V 230/400V 2307400V
Weight 49kg 54kg 56 kg 56 kg 62kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper DT 315 FEA ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Micro-switch wear control

(optional)

Micro-switch status control

(optional)

/ (optional)

363

Hand release lever

H
%
g ]
I
|
o
o~
Thrustor with
internal throttle valve
(optional)
External adjustable
257,5 260,7 brake spring
(optional)
220 220
4x 2 18
[ i
\J r——wl
2 s (P = =
oI
Thrustor H K M
max.
mm mm mm
451 532 536 174
452 532 593 168
453 532 601 192
454 532 601 192
455 565 618 234 851
Options

External adjustable brake spring

Micro-switch wear control

Micro-switch status control

Hand release lever

Thrustor with internal throttle valve

Thrustor in heat resistant design

Corrosion protected design

Wider brake shoes and brake drums
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Brake Caliper DT 315 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data
Brake Caliper DT 315 FEA ... ST
with with with with
thrustor thrustor thrustor thrustor
451 452 453 455
Brake drum Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
315 350 480 950 1800
Clamping force 2800N 3800N 7500N 14300N
Braking torque . . . .
adjustable 20-100% 20-100% 20-100% 20-100%
Nominal power 130W 180W 240W 370W
Qil volume 141 2,51 351 451
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 56 kg 61kg 63 kg 69 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 315 315
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 451,452, 453, 454 or 455 4;)1
are available 455
Material: steel ST
Example for ordering

Brake Caliper DT 315 FEA, thrustor 453,
material: steel

DT 315 FEA-453-ST




Brake Caliper DT 315 FEA ... ST RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

363
Micro-switch wear control Micro-switch status control T
(optional) (optional) N
Hand release lever \
/ (optional) |
g/ ° @ |
O L
0
I.f? ) o)
x
£ ,. m m [ [
o L
By C
e o Thrustor with
@ internal throttle valve
(optional)
180 180 External adjustable
250 250 brake spring
220 220
4x 218
=
Thrustor K M
mm mm
451 553 142
452 578 168
453 586 192
455 605 234 87-1

Options

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 400 FEM ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data

Brake Caliper DT 400 FEM ... NC

with with with with
thrustor thrustor thrustor thrustor
452 453 454 455
Brake drum Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
400 525 1040 1300 2075
Clamping force 3300N 6500N 8100N 13000N
Braking torque
adjustable 20-100% 20-100% 20-100% 20-100%
(optional)
Nominal power 180W 240W 280W 370W
Oil volume 251 351 351 451
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 80kg 82kg 82kg 88kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 400 400
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 452, 453, 454 or 455 4;2
are available 455
Material: cast NC

Example for ordering

Brake Caliper DT 400 FEM, thrustor 453,

material: cast

DT 400 FEM - 453 - NC




Brake Caliper DT 400 FEM ... NC RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

363
Micro-switch wear control Micro-switch status control
(optional) (optional) \
Hand release lever \\
/ (optional) \\
) |
oo} //
g /
IS [ e
|
o
&
Thrustor with
internal throttle valve
~ N "
~ (optional)
External adjustable
brake spring
(optional)
270 270
4x @ 22
2 8 i g =
o
W
Thrustor K M
mm mm
452 687 168
453 695 192
454 695 192
455 715 234 89-1
Options

+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 400 FEA ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data

Brake Caliper DT 400 FEA ... NC

with with with with
thrustor thrustor thrustor thrustor
452 453 454 455
Brake drum Braking Braking Braking Braking
diameter torque torque torque torque
mm Nm Nm Nm Nm
400 525 1040 1300 2075
Clamping force 3300N 6500N 8100N 13000N
Braking torque
adjustable 20-100% 20-100% 20-100% 20-100%
(optional)
Nominal power 180W 240W 280W 370W
Oil volume 251 351 351 451
Voltage 230/400V 230/400V 230/400V 230/400V
Weight 80kg 82kg 82kg 88kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 400 400
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 452, 453, 454 or 455 4;2
are available 455
Material: cast NC

Example for ordering

Brake Caliper DT 400 FEA, thrustor 453,

material: cast

DT 400 FEA -453-NC




Brake Caliper DT 400 FEA ... NC RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

363
Micro-switch wear control Micro-switch status control
(optional) (optional) \
Hand release lever \\
/ (optional) \\
) |
oo} //
g /
£ [ L
|
o
&
Thrustor with
internal throttle valve
~ N "
~ (optional)
External adjustable
brake spring
(optional)
270 270
4x @ 22
2 8 i g =
o
W
Thrustor K M
mm mm
452 687 168
453 695 192
454 695 192
455 715 234 911
Options

+ External adjustable brake spring

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 400 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data
Brake Caliper DT 400 FEA ... ST
with with with
thrustor thrustor thrustor
452 453 455
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
400 680 1300 2500
Clamping force 4200N 8100N 15600N
Braking torque . . .
adjustable 20-100% 20-100% 20-100%
Nominal power 180W 240 W 370W
Qil volume 251 351 451
Voltage 230/400V 230/400V 230/400V
Weight 98 kg 100 kg 106 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 400 400
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 452, 453 or 455 :gg
are available 455
Material: steel ST
Example for ordering

Brake Caliper DT 400 FEA, thrustor 453,
material: steel

DT 400 FEA - 453 - ST




Brake Caliper DT 400 FEA ... ST RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Micro-switch wear control Micro-switch status control 363
(optional) (optional)
Hand release lever \\
/ (optional) \\
H
S 0
% [ - o
© | .
| E \\\\\ } / / -
o Thrustor with
X @ internal throttle valve
(optional)
External adjustable
300 300 brake spring
270 270
4x @ 22
jmsin=nl
= & XA\
o o o IT
R 8 S E— gi [o {3 o =
Pan) '
[l $ ug.l 7
K
Thrustor K M
mm mm
452 665 168
453 673 192
455 692 234 931
Options

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 500 FEM ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 500 500
Spring activated F
Electrohydraulically released E
Manual adjustment to M
accommodate friction block wear

Thrustors 455 or 456 455
are available 456
Material: cast NC

Example for ordering

Brake Caliper DT 500 FEM, thrustor 456,
material: cast

DT 500 FEM - 456 - NC

Technical Data

Brake Caliper DT 500 FEM ... NC
with with
thrustor thrustor
455 456
Brake drum Braking Braking
diameter torque torque
mm Nm Nm
500 2500 4170
Clamping force 12500N 20800 N
Braking torque
adjustable 20-100% 20-100%
(optional)
Nominal power 370W 590W
Qil volume 451 11
Voltage 230/400V 230/400V
Weight 130kg 156 kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DT 500 FEM ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

[ T T @

Micro-switch wear control

(optional)

Micro-switch status control

(optional)

545

O o

/
ot_}_!

Hand release lever [
(optional)

bl || | % m
= £ ?
- .
— g
& _g ‘TJ Thrustor with
| internal throttle valve
f (optional)
295 295 External adjustable
380 386 brake spring
325 325 (optional)
4x 022
FE ]
oo
o2
Thrustor H K M
max.
mm mm mm
455 760 812 234
456 785 823 274 95-1
Options

External adjustable brake spring

Micro-switch wear control

Micro-switch status control

Hand release lever

Thrustor with internal throttle valve

Thrustor in heat resistant design

Corrosion protected design

Wider brake shoes and brake drums
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Brake Caliper DT 500 FEA ... NC RINGSPANN’

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Features Code
Brake Caliper D
Drum Brake T
Frame size 500 500
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 455 or 456 455
are available 456
Material: cast NC
Example for ordering

Brake Caliper DT 500 FEA, thrustor 456,
material: cast

DT 500 FEA - 456 - NC

Technical Data

Brake Caliper DT 500 FEA ... NC
with with
thrustor thrustor
455 456
Brake drum Braking Braking
diameter torque torque
mm Nm Nm
500 2500 4170
Clamping force 12500N 20800 N
Braking torque
adjustable 20-100% 20-100%
(optional)
Nominal power 370W 590W
Qil volume 451 11
Voltage 230/400V 230/400V
Weight 130kg 156 kg

The braking torques shown in the table are based on a theoretical friction
coefficient of 0,4.
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Brake Caliper DT 500 FEA ... NC

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Micro-switch wear control

Micro-switch status control

545

(optional) (optional) ]
/ Hand release lever \\
] (optional)
: O o § o B |
[%] 10 um m
bl | 3 | ’
- .
— g
& _g ‘TJ Thrustor with
! .O' internal throttle valve
(optional)
295 295 External adjustable
380 386 brake spring
325 325 (optional)
4x @ 22
i B
oo
o2
Thrustor H K M
max.
mm mm mm
455 760 812 234
456 785 823 274 971
Options

External adjustable brake spring

Micro-switch wear control
Micro-switch status control

Hand release lever

Thrustor with internal throttle valve

Thrustor in heat resistant design

Corrosion protected design

Wider brake shoes and brake drums
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Brake Caliper DT 500 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data
Brake Caliper DT 500 FEA ... ST
with with with
thrustor thrustor thrustor
453 455 456
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
500 1600 3100 5120
Clamping force 8000N 15500N 25600 N
Braking torque . . .
adjustable 20-100% 20-100% 20-100%
Nominal power 240 W 370W 590 W
Oil volume 351 45| 11
Voltage 230/400V 230/400V 230/400V
Weight 165 kg 171kg 197 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 500 500
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 453, 455 or 456 :gz
are available 456
Material: steel ST
Example for ordering

Brake Caliper DT 500 FEA, thrustor 456,
material: steel

DT 500 FEA - 456 - ST




Brake Caliper DT 500 FEA ... ST RINGSPANN-"

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

Micro-switch wear control Micro-switch status control 545
(optional) (optional)
Hand release lever
(optional)
> ©)
o
o
(o]
3
€
o
<
m
Thrustor with
internal throttle valve
(optional)
External adjustable
brake sprin
325 325 pring
4x 9 22
I
T
s
ol O o
X2 x
Thrustor K M
mm mm
453 803 192
455 822 234
456 833 274 99-1

Options

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DT 630 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Technical Data
Brake Caliper DT 630 FEA ... ST
with with with
thrustor thrustor thrustor
455 456 457
Brake drum Braking Braking Braking
diameter torque torque torque
mm Nm Nm Nm
630 3100 5000 7200
Clamping force 12300N 19800N 28600 N
Braking torque . . .
adjustable 20-100% 20-100% 20-100%
Nominal power 370W 590 W 680 W
Oil volume 451 11 11
Voltage 230/400V 230/400V 230/400V
Weight 231kg 257kg 259kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.

Features Code
Brake Caliper D
Drum Brake T
Frame size 630 630
Spring activated F
Electrohydraulically released E
Automatic adjustment to A
accommodate friction block wear

Thrustors 455, 456 or 457 :gg
are available 457
Material: steel ST
Example for ordering

Brake Caliper DT 630 FEA, thrustor 457,
material: steel

DT 630 FEA - 457 - ST




Brake Caliper DT 630 FEA ... ST

spring activated - electrohydraulically released
Drum Brake according to DIN 15 435

RINGSPANN"*

Micro-switch wear control
(optional)

Micro-switch status control

(optional)

max. 1010

420

545

Hand release lever \
(optional)

©

Thrustor with
internal throttle valve

(optional)

— 345 345
440 440
400 400

250
170
225

External adjustable
brake spring

[ — I
o n .
K
Thrustor K M

mm mm
455 898 234
456 909 274
457 909 274 101-1

Options

* Micro-switch wear control

* Micro-switch status control

+ Hand release lever

« Thrustor with internal throttle valve
+ Thrustor in heat resistant design

+ Corrosion protected design

+ Wider brake shoes and brake drums
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Brake Caliper DV 020 FKM RINGSPANN’

spring activated - manually released

by Pull Cable
Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 020 020
Spring activated F
Manually released K
Manual adjustment to M
accommodate friction block wear
Pressure spring 510 510
Pull Cable installation mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DV 020 FKM, pressure
spring 510, Pull Cable installation
mounted right, thickness of brake disc
12,5 mm:

DV 020 FKM-510R-12
Technical Data
Brake Caliper DV 020 FKM
Left Pull Cable Right Pull Cable with
installation installation pressmgr%eospnng
Brake disc Braking
diameter torque
o — — /. mm Nm
[ p—
g I 200 160
< 250 210
! = 300 270
| 355 330
P 430 410
— N @ 520 510
iRk
3 s : - i | . Clamping force 2750N
AR Slills - 2
| ! | ! Weight 44kg
‘ (R v
80 ‘ 12,5 The braking torques shown in the table are based on a
’LL theoretical friction coefficient of 0,4.
120 53 53 .
Accessories
145 73 . .
The Brake Caliper can be delivered fully
assembled with RCS® Pull Cable and Hand Brake
Lever. Please indicate the required cable length.
For further information regarding RCS® Pull
Cable and Hand Brake Lever see page 185.
Values in brackets resulting with maximum friction block wear. 102-2

102



Brake Caliper DH 020 FKM RINGSPANN’

spring activated - manually released

by Pull Cable
Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc
Frame size 020 020
Spring activated F
Manually released K
Manual adjustment to
accommodate friction block wear
Pressure spring 510 510

Position of the Pull Cable installation to
the right or left can be defined by u
turning the brake during installation

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 FKM, pressure
spring 510, position of the Pull Cable
installation can be to the right or left,
thickness of brake disc 12,5 mm:

DH020 FKM-510U-12

Values in brackets resulting with maximum friction block wear. 103-2

Accessories

Technical Data
Brake Caliper DH 020 FKM
with
pressure spring
60 510
Brake disc Braking
diameter torque
r/,:'/ Xy
ii“‘ mm Nm
o 200 160
' o~
‘ - 250 210
' 300 270
355 330
N 430 410
i a2 520 510
‘ \n
{ Ji "lﬁ <3 Clamping force 2750N
| ! |
Weight 44 kg
80
The braking torques shown in the table are based on a
90 theoretical friction coefficient of 0,4.

The Brake Caliper can be delivered fully
assembled with RCS® Pull Cable and Hand Brake
Lever. Please indicate the required cable length.

For further information regarding RCS® Pull
Cable and Hand Brake Lever see page 185.
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Notes / sketches RINGSPANN"®
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Brake Caliper DH 005 PFK RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D

Mounting to the machine

at right angles to the brake disc H
Frame size 005 005
Pneumatically activated P
Spring released F
No adjustment to K
accommodate friction block wear

Pressure piston 605 605
Pressure piston mounted M
in central position

Thickness of brake disc 6 mm 06

Example for ordering

Brake Caliper DH 005 PFK, pressure
piston 605, pressure piston mounted in
central position, thickness of brake disc
6 mm:

DH 005 PFK - 605 M - 06

Technical Data
Clamping force N
25 50 75 100 125 150
15 —
o S
Q
D = Diameter of ")
brake disc 9y
38,5 12—
S
2 0 / g
¥
£
" 15 2 z /A
[=}
= <
RS 055 | | @ / 2 . /| 7
S . 955 |  [~e< @ / >
o I~y Wy
= T / s
2 1€ Mo = ; N A
AF/ i v
i 7 o
s %/
18 o1 1 2 3 4 5 6
Air pressure bar
Compressed air connection: The braking torques shown in the diagram are based on a
Screw coupling connector theoretical friction coefficient of 0,4.

for outer diameter 4,3 mm

Air pressure:  max. 6 bar

Airvolume:  max.3cm3
per activation

Weight: 04kg

Values in brackets resulting with maximum friction block wear. 105-2
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Brake Caliper DH 010 PFK RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 010 010
Pneumatically activated P
Spring released F
No adjustment to K
accommodate friction block wear

Pressure piston 610 610
Pressure piston mounted M
in central position

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 010 PFK, pressure
piston 610, pressure piston mounted in
central position, thickness of brake disc
12,5 mm:

DHOT0PFK-610M-12
Technical Data
Compressed air connection: .
L-shaped screw coupling connector Clamping force N
for outer diameter 6 mm 101 203 305 407 509 611
(86) 80
73 N 5/
. of
50 70— D =Diameter of S
20 brake disc 7// S
<
29 60 / ﬂ%
$
******* 1 =) | E 5o / / r\\f(\/
" = = =3 Ve 4
(o)) — — =)
G g AN s
N S 40 &
2| o \ / = / / V
(SRS s Rl 09 £ / / 9
e — g 30 / V4 // o
o ol e /) =
,,,,,,,,, 2 \’I 20 /// '/ o 5
+ [91% e | o // o
1 ‘ 1 10 V// /
40 " /
12,5
1 2 3 4 5 6
30 Air pressure bar
71 The braking torques shown in the diagram are based on a
58 theoretical friction coefficient of 0,4.
Air pressure:  max. 6 bar
Airvolume:  max. 10 cm3
per activation
Weight: 1,1kg
Values in brackets resulting with maximum friction block wear. 106-2
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Brake Caliper DH 015 PFK RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 015 015
Pneumatically activated P
Spring released F
No adjustment to K
accommodate friction block wear

Thruster 620 620
Thruster mounted in central position M
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 015 PFK, thruster 620,
thruster mounted in central position,
thickness of brake disc 12,5 mm:

DH 015 PFK-620 M- 12

Technical Data
Clamping force N
383 766 1150 1533 1917 2300
500
Compressed air ‘ ‘ ‘
connection: G1/4" D = Diameter of
200 brake disc y s‘/
Va
270 Q
‘ ésoo Va4
! g / (od‘
5
(i _ o g
| &3 £ 200 N A
35| 35 3 S g YD
== e
,ii:,,‘,if, o /, A///_m&
— wn
7 I ‘ 2=
wn
g ¢ NE é/
i o
o
2 3

1

N
w
(o)}

Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 6 bar

Airvolume:  max. 124 cm3
per activation

Weight: 4,6 kg

Values in brackets resulting with maximum friction block wear. 107-2
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Brake Caliper DV 020 PFK RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 020 020
Pneumatically activated P
Spring released F
No adjustment to K
accommodate friction block wear

Thruster 630 630
Thruster mounted in central position M
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DV 020 PFK, thruster 630,
thruster mounted in central position,
thickness of brake disc 12,5 mm:

DV 020 PFK-630M-12

Technical Data
Clamping force N
583 1166 1750 2333 2917 3500
Compressed air 700
153 connection: G1/4" ‘ ‘ ‘
6001 D = Diameter of s’*y
brake disc ,y
/
Vi
500 )
£ / 3
v /| /
5 g / / S
— _ S 0,
S 2., N A
2 J
) / / &
o
. 200 / //} =
o // e By
N R 1 I e 2 / //
| N> 3 100 7 =
g E ‘ ~ n =~
s al-Lny 2
‘ i 1 2 3 4 5 6
T |
i Air pressure bar
80 The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.
120
Air pressure:  max. 6 bar
145 73
Airvolume:  max. 120 cm?
per activation
Weight: 4,8kg
Values in brackets resulting with maximum friction block wear. 108-2
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Brake Caliper DH 020 PFK RINGSPANN’

pneumatically activated - spring released

Features Code

Brake Caliper D

Mounting to the machine

at right angles to the brake disc H
Frame size 020 020
Pneumatically activated P
Spring released F
No adjustment to K
accommodate friction block wear

Thruster 630 630
Thruster mounted in central position M
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 PFK, thruster 630,
thruster mounted in central position,
thickness of brake disc 12,5 mm:

DH 020 PFK-630 M- 12

Technical Data
Clamping force N
583 1166 1750 2333 2917 3500
Compressed air 700
153 connection: G1/4" ‘ ‘ ‘
6001 D = Diameter of é7
brake disc ,y
Vi
Q
500 / $
£ / 3
9 400 A A«
<3 &
s / 5%
:E: 300 / / /\,\(‘«\/
s / V4
= <
// 1‘V
200 A
s
100 V// é
1 2 3 4 5 6
Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 6 bar

Airvolume:  max. 120 ¢cm3
per activation

Weight: 4,8kg

109-2

Values in brackets resulting with maximum friction block wear.
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Brake Caliper DH 025 PFM RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 025 025
Pneumatically activated P
Spring released F
Manual adjustment to M
accommodate friction block wear

Thrusters 635 or 655 635
are available 655
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 025 PFM, thruster 635,
thruster mounted right, thickness of
brake disc 12,5 mm:

DH025PFM-635R-12

Technical Data
Brake Caliper DH 025 PFM - 635 Brake Caliper DH 025 PFM - 655
Clamping force N Clamping force N
980 1950 2950 3900 4900 5900 6850 2000 4000 6050 8050 10100 12100 14100
1400 ‘ ‘ ‘ ‘ 2700 ‘ ‘ ‘ ‘
&
D = Diameter of </ D = Diameter of a/
12001 brake disc S 22501— brake disc ,j;’
o Q
7 N
1000 N / %
/ y 1800 /)
£ o £
= / =
g 800 / S s o y
S / /ﬁf’/ S 1350 Vs S
£ / / / & £ / / / &
S oL
: / //44& = 00 // A // /'Lc’ey
/ - )
SRy s
/ 1 — /| é ~
200 / e 450 7/‘7
Z= 7~
1 2 3 4 5 6 7 1 2 3 4 5 6 7
Air pressure bar Air pressure bar
The braking torques shown in the diagram are based on a The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4. theoretical friction coefficient of 0,4.
Air pressure:  max. 7 bar Air pressure:  max. 7 bar
Airvolume:  max. 175 cm3 Airvolume:  max. 740 cm?
per activation per activation
Weight: 7.1kg Weight: 10,3 kg
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Brake Caliper DH 025 PFM RINGSPANN-"

pneumatically activated - spring released

Compressed air connection: G1/4"
59

==
]

Thruster Thruster G E
mounted left mounted right
Aq B
(Ay) (By) i J
I Thruster 635
[
‘ EE— Compressed air
25 connection: G1/4"
- - fan) i
A -
s | dr
[j f 1= by
| (S}
—— i\ i\
[ S8 o | p @
o~ |
ol = T ] ]
N e E " =
Q ©o
. i | 3
==
w " Thruster 655
c | ¢ 2
E
Thickness of brake disc| A, (A,) B (B, C D E
w
mm mm mm mm mm mm mm mm
12,5 54 (69) 49 (66) 55 72 118
25 60 (76) 56 (73) 62 84 130
Values in brackets resulting with maximum friction block wear. 111-1
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Brake Caliper DV 030 PFM RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 030 030
Pneumatically activated P
g Spring released F
Q Manual adjustment to M
3 b g accommodate friction block wear
Suy Thrusters 635 or 655 635
o are available 655
| 3 Thruster mounted right R
3 or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DV 030 PFM, thruster 635,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 030 PFM-635R-12

Technical Data
Brake Caliper DV 030 PFM - 635 Brake Caliper DV 030 PFM - 655
Clamping force N Clamping force N
980 1950 2950 3900 4900 5900 6850 2000 4000 6050 8050 1010012100 14100
T T T
D = Diameter of IS D = Diameter of s
12001— brake disc f\ / 2400 — brake disc ;;;/
1000 Q/ @‘ / 2000 / 6@/
£ / g;/ £ / &’V
S 800 / / Q& S 1600 y
oA J
o o &
S 600 // ,/ ,4ﬁ‘(\/ < 1200 7 ;‘“f
) V2t S
400 A R 800 e 00&
22l y 2
200 / s 400 /
Z= zZ

2 3 4 5 6 7

2 3 4 5 6

~N

Air pressure bar Air pressure bar
The braking torques shown in the diagram are based on a The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4. theoretical friction coefficient of 0,4.
Air pressure:  max. 7 bar Air pressure:  max. 7 bar
Airvolume:  max. 175 cm3 Airvolume:  max. 740 cm?
per activation per activation
Weight: 73kg Weight: 10,5 kg
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Brake Caliper DV 030 PFM RINGSPANN-"

pneumatically activated - spring released

Compressed air connection: G1/4"

Thruster
mounted left 59

Thruster Thruster
mounted left mounted right

Thruster 635

Compressed air
connection: G1/4"

o
o
far)
O o 8
S e R P 5
O T )
. ee]
A | K 2 g i J
ES=r : e
80 LW
Thruster 655
127 C C
160 76
142
Thickness of brake disc A (A,) B, (B,) C
w
mm mm mm mm mm mm
125 54 (69) 49 (66) 55
25 60 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 113-1
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Brake Caliper DH 030 PFM RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 030 030
Pneumatically activated P
Spring released F
Manual adjustment to M
accommodate friction block wear

Thrusters 635 or 655 635
are available 655
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
or25mm 25

Example for ordering

Brake Caliper DH 030 PFM, thruster 635,
thruster mounted right, thickness of
brake disc 12,5 mm:

DHO030PFM-635R-12

Technical Data
Brake Caliper DH 030 PFM - 635 Brake Caliper DH 030 PFM - 655
Clamping force N Clamping force N
980 1950 2950 3900 4900 5900 6850 2000 4000 6050 8050 10100 12100 14100
T T T T T
—Di —Di <
12001 D= Dlametgrof @@/ 00— D= Dlametgrof @/
brake disc 5 brake disc (,;7/
&Y y
</ Y
1000 Yy 2000 <
O
E / &/ E / Q’V
é 800 / AN é 1600 / S
g / /0;, & g // 5 <
<
£ o0 // A“‘y - 1200 <
g / ’/’ 2 & / /” -
o o
/ / /4V / g s o
o0 e Si>e 800 7// S
2 2
/ o y 2
200 // — 400 /
= Z
1 2 3 4 5 6 7 1 2 3 4 5 6 7
Air pressure bar Air pressure bar
The braking torques shown in the diagram are based on a The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4. theoretical friction coefficient of 0,4.
Air pressure:  max. 7 bar Air pressure:  max. 7 bar
Airvolume:  max. 175 cm3 Airvolume:  max. 740 cm?
per activation per activation
Weight: 7.7 kg Weight: 10,9 kg
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Brake Caliper DH 030 PFM RINGSPANN-"

pneumatically activated - spring released

Compressed air connection: G1/4"
153 ‘ 59
o el
fam d:‘!g T
Thruster Thruster s I -
mounted left mounted right —HHH g-{[— >
A B
7 (A7) (Bo)
’ 3 ) l Thruster 635
% | | i
73 Compressed air
: connection: G1/4"
’/I'A/Y\ {
‘ fan)
I E—— o] A
i Z } =
L = RINGSPANNT —
F-H e 190
' o
< 12 -
INR= [ | r [ I
Z sy L i g —i
( ‘ ) ‘ N I
—I ; O N\
i o ~ ET || o
80 s W ™
~
42 C ‘ C Thruster 655
155,6
181
Thickness of brake disc A (A,) B, (B,) C
w
mm mm mm mm mm mm
12,5 54 (69) 49 (66) 55
25 60 (76) 56 (73) 62
Values in brackets resulting with maximum friction block wear. 115-1
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Brake Caliper DV 035 PFM

pneumatically activated - spring released

RINGSPANN"*

Technical Data

Brake Caliper DV 035 PFM - 635

Clamping force N
950 1900 2850 3800 4750 5700 6650
1800
$
D = Diameter of S
1500 — brake disc e
/ 4
By
©
1200 / //
€ <
<
Ve
=7
S 900 / / / <
g / ’/’/&"/
= <
© 4
H . ]
)
300 %,é//
Z%
1 2 3 4 5 6 7
Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max. 175 cm3
per activation

Weight: 9,1kg

Brake Caliper DV 035 PFM - 655

Clamping force N
1950 3900 5850 7800 9750 11700 13650
3600
s?
D = Diameter of k)
3000 — brake disc o,\ </
Gb
2400 Yy
: Ve A
= ,LD
g / )
s / / S
S &
é‘ 1800 / / R
2 / SsS
. 1200 /‘j /// //// A
v
600 % ,A/
%y

N

3 4 5 6 7
Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max. 740 cm?
per activation

Weight: 12,3 kg

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 035 035
Pneumatically activated P
Spring released F
Manual adjustment to M
accommodate friction block wear
Thrusters 635, 655 or 660 ggg
are available 660
Thruster mounted right available R

. . 12
Thickness of brake disc 12,5 mm, .
25 mm, 30 mm or 40 mm 0

Example for ordering

Brake Caliper DV 035 PFM, thruster 660,
thruster mounted right, thickness of
brake disc 12,5 mm:

DV 035 PFM-660R - 12
Brake Caliper DV 035 PFM - 660

Clamping force N
2800 5700 8500 11300 14100 17000 19800
5400
D = Diameter of S
4500 [— brake disc

3600

/

/

\\9\-})\ \6? O\\'l
o N

N

Braking torque Nm
N
~
S

AN\
N

1800 A / A
I
900 /%éé
-

2 3 4 5
Air pressure bar

o
~N

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max.450 cm?
per activation

Weight: 11,4 kg
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Brake Caliper DV 035 PFM RINGSPANN-"

pneumatically activated - spring released

Compressed air connection: G1/4"
59
il
Thruster :
mounted right
\ _ ; — g
® ® |
® | ® 0 H1H
/,F\\\ Thruster 635
R y Compressed air
3 5 - connection: G1/4"
‘ ‘ 105
<« 1 —
S 2 3 5 (D A
i Tal 3 i
M| © N S
Fan\ ~
O ;
I “ N n
(% I || R A2
\J\_[ IS
Thruster 655
N 87
120 73 -
146 135 //tE 0
144
o] H
Thickness of brake disc| A, (A) B, ;) C Nl
w 1D 3
mm mm mm mm mm mm ]
125 7| @ | 53 | @ | o /‘E 2
25 72 (61) 59 (69) 63 Compressed air
30 86 (75) 62 (72) 66 connection: G3/8"
40 82 (71) 67 (77) Al P
Values in brackets resulting with maximum friction block wear. Thruster 660 117-1
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Brake Caliper DH 035 PFM

pneumatically activated - spring released

RINGSPANN"*

Technical Data

Brake Caliper DH 035 PFM - 635

Clamping force N
950 1900 2850 3800 4750 5700 6650
1800 ‘ ‘ ‘ ‘
D = Diameter of §7
1500 — brake disc //“, <
)
By
©
/|
1200 /
£ <
<
é / / 6},155
g 900 / / / S
2 / /// N
£ A«\‘“
H . ]
VIS
300 e
Z?
1 2 3 4 5 6 7
Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max. 175 cm3
per activation

Weight: 9,1kg

Brake Caliper DH 035 PFM - 655

Clamping force N
1950 3900 5850 7800 9750 11700 13650
3600
T <
D = Diameter of k)
3000 — brake disc A </
S
D
/
/ M
£ 2400 / / y y
: /
o S
% 1800 // / uq;}o
g / / /¢‘°‘°
(=) >
1200 &/ éé /q)/g "y
600 % é//
Z

N

3 4 5 6 7
Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max. 740 cm?
per activation

Weight: 12,3 kg

Features Code
Brake Caliper D

Mounting to the machine

at right angles to the brake disc H
Frame size 035 035
Pneumatically activated P
Spring released F
Manual adjustment to

accommodate friction block wear

Thrusters 635, 655 or 660 gzg
are available 660
Thruster mounted right R
or left available L
Thickness of brake disc 12,5 mm, 15
25 mm, 30 mm or 40 mm 40

Example for ordering

Brake Caliper DH 035 PFM, thruster 660,
thruster mounted right, thickness of
brake disc 12,5 mm:

DH 035 PFM - 660R - 12
Brake Caliper DH 035 PFM - 660

Clamping force N
2800 5700 8500 11300 14100 17000 19800
5400 ‘ ‘ ‘ ‘
D = Diameter of @@\‘
4500 — brake disc S
/| &
By
©
c 3600 // <
S
E é ¥
g 2700 / / A
> / ’/y/
2 oS
o “
= -~ A yalvd 9\(
s
900 A
%7
4
1 2 3 4 5 6 7

Air pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Air pressure:  max. 7 bar

Airvolume:  max.450 cm?
per activation

Weight: 11,4 kg
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Brake Caliper DH 035 PFM RINGSPANN-"

pneumatically activated - spring released

Compressed air connection: G1/4"
59
fumimi|
I
Thruster Thruster fL
mounted left mounted right
Fa il ©
b 1117 °
0 ) -4
@ q Thruster 635
) KH/ J Compressed air
. b connection: G1/4"
AN 105
U«
o O ‘ E@r SERRSE
s ° 7<L Vit s
N
LL, ‘ Thruster 655
9%
103 87
/ H)D |\
Thickness of brake disc| A, (A) B, (8,) C D E %37 AR 8
w I N @_} s
mm mm mm mm mm mm mm mm U
12,5 74 (63) 53 (63) 57 75 125 f L
25 72 (61) 59 (69) 63 84 131 Compressed air
30 86 (75) 62 (72) 66 75 138 connection: G3/8"
40 82 (71) 67 (77) 71 84 147 il
Values in brackets resulting with maximum friction block wear. Thruster 660 119-1
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Brake Caliper DU 060 PFM RINGSPANN’

pneumatically activated - spring released

Features Code
Brake Caliper D
Mounting to the machine, can be

made either parallel or at the right u
angles to the brake disc

Frame size 060 060
Pneumatically activated P
Spring released F
Manual adjustment to M
accommodate friction block wear

Thrusters 660 or 680 660
are available 680
Thruster mounted right R
or left available L
Thickness of brake disc 25 mm 25
or40 mm 40

Example for ordering

Brake Caliper DU 060 PFM, thruster 680,
thruster mounted right, thickness of
brake disc 25 mm:

DU 060 PFM - 680 R - 25

Technical Data
Brake Caliper DU 060 PFM - 660 Brake Caliper DU 060 PFM - 680
Clamping force N Clamping force N
4150 8300 12400 16550 20700 24850 29000 6500 13000 19500 26000 32500 39000 45500
18000 28000
R / R S
D = Diameter of S D = Diameter of Sy
24000 (—
15000 |— brake disc 7 ¢ brake disc ~
9 7
$ 20000 %
12000 / °y { c?s
€ / N € Ny
= = /
g 2 16000 <
& / / 4 & GRS
S 9000 A LS S S
= NS = LS
g / / /@ S £ 12000 /s /Aco‘“'
S o
& Y755 s 7z A&
6000 Y A= /A o
7 -
3000 ,A ,A // 4000 7 é//
Y v 2
12 3 4 5 6 7 12 3 4 5 6 7
Air pressure bar Air pressure bar
The braking torques shown in the diagram are based on a The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4. theoretical friction coefficient of 0,4.
Air pressure:  max. 7 bar Air pressure:  max. 7 bar
Airvolume:  max. 450 cm3 Airvolume:  max.2000 cm3
per activation per activation
Weight: 54 kg Weight: 56 kg
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Brake Caliper DU 060 PFM RINGSPANN’

pneumatically activated - spring released

Frame Design

= ® Mounting,H"
at right angles to the brake disc Mounting,V* parallel to the brake disc

® Mounting, V"
parallel to the brake disc

Outer diameter
of brake disc

121-2

Mounting ,H" at right angles to the brake disc

3xe17

MA

170

40
T

Outer diameter
of brake disc
3
o

121-3

Compressed air

connection: G3/8" 87
Thruster Thruster
mounted left 53+ W72 mounted right

142

24

118

170

|
|
177,5

i
|t_T
87

415,

300 42

|
|
|
44 32 T
|

w A A Compressed air

mm mm connection: G1/2"
25 15 197 +W
40 122 Thruster 680

W =Thickness of brake disc
® Mounting face,H" at right angles to the brake disc

® Mounting face, V" parallel to the brake disc 14
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Brake Calipers EV 018 EFM and EH 018 EFM RINGSPANN’

electromagnetically activated - spring released

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 018 018
Electromagnetically activated E
Spring released F
Manual adjustment to M
accommodate friction block wear
Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M
central position
Thickness of brake disc8 ... 15 mm 12
or16...20mm 20
Example for ordering
Brake Caliper EV 018 EFM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:
Advantages Options EVO18 EFM-480 M- 12
The brake caliper EV 018 EFM or EH018 EFMis  « Available with cCSAus approval
a very compact and high efficient disc brake . Inductive proximity switch:“Brake re-
with very low power consumption. Its floating leased"-, “Brake closed"-status and/or Technical Data
bearing compensates small misallignments of “Friction block wear adjustment necessary” Brake Cal
the brake disc. The separate electronic module EV018 E'FaMzng 'é’:rgm -
(included) reduces the power consumption in with supply voltage
closed position automatically. 220t 240VAC | 380 to 480 VAC
Brake disc Braking Braking
diameter torque torque
' mm Nm Nm
Electronic module 125 100
150 130
| 57 80 200 200
250 260
\, — 300 320
7 Py N
k" © 355 400
Clamping force 3200N
Clamping force or
n 52 I braking torque 50-100%
~ © adjustable
10 Power consumption 24W | 2w
e in closed position (100% duty factor)
- O\I o Fuse rating 10 A, Type 'B"
oIt T Max. number 360/h permanent activations
® 2 L of actuation at 20 °C ambient temperature
s T ) . at least 8 seconds
& ‘ @ Actuation frequency between 2 activations
‘ ‘ Weight 6,5kg
) T 25 1 23 The braking torques shown in the table are based on a
3 2 | 23 | theoretical friction coefficient of 0,4.
1223 | )
Shorter actuation frequency on request
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Brake Calipers EV 018 EFM and EH 018 EFM RINGSPANN-"

electromagnetically activated - spring released

Brake Caliper EV 018 EFM

60
s e 2
BRI ol *}
1
S
L | - ||
86 | W
120 48 | C
140
Thickness of brake disc| A, (A) B C
W
mm mm mm mm mm
8...15 34 (19) 116 923
16...20 36 (21) 118 97
Values in brackets resulting with friction block wear. 123-1
Brake Caliper EH 018 EFM
124
o~
<
12 211
: 7
% 3
<
i ~N
= = Y
Jan o
\ % ‘
" = e ‘ s @
ol © Il
i —LLﬂ
86 C o
64 \ 145
170
Thickness of brake disc A (A) B C
W
mm mm mm mm mm
8...15 46 (31) 116 23
16...20 48 (33) 118 97
Values in brackets resulting with friction block wear. 123-2
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Brake Calipers EV 024 EFM and EH 024 EFM

electromagnetically activated - spring released

RINGSPANN"*

Advantages

The brake caliper EV 024 EFM or EH 024 EFM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in closed position au-
tomatically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 024 EFM and EH 024 EFM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
250 440
300 550
355 670
430 830
520 1030
630 1270
Clamping force 5500 N
Clamping force or
braking torque 60 - 100%
adjustable
Power consumption 20W | 20W
in closed position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20 °C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 13kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 024 024
Electromagnetically activated E
Spring released F
Manual adjustment to M
accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M

central position

Thickness of brake disc 10 ... 16 mm 12
or18...26 mm 25

Example for ordering

Brake Caliper EV 024 EFM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:

EV 024 EFM-480 M- 12
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Brake Calipers EV 024 EFM and EH 024 EFM RINGSPANN-"

electromagnetically activated - spring released

Brake Caliper EV 024 EFM

97
A1
(AD)
2 %,
ED 7
ol w| o | | 10
o | -
Q
| A,
- @ 7
LQ [:
(o))
© ||
1133 ‘
145 64,5 \ C
170
Thickness of brake disc| A, (A) B C
W
mm mm mm mm mm
10...16 43,5 (28,5) 127 104
18...26 48,5 (33,5 132 110
Values in brackets resulting with friction block wear. 125-1
Brake Caliper EH 024 EFM
182
53 ‘ B ‘ 84,5
@ 5
3
15 2135
7 _ .
n )
A 2
.
3 2
| 85
Thickness of brake disc A (A) B C
W
mm mm mm mm mm
10...16 63,5 (48,5) 127 104
18...26 68,5 (53,5) 132 110
Values in brackets resulting with friction block wear. 125-2

125



Brake Calipers EV 028 EFM and EH 028 EFM

electromagnetically activated - spring released

RINGSPANN"*

Advantages

The brake caliper EV 028 EFM or EH 028 EFM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in closed position au-
tomatically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 028 EFM and EH 028 EFM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
300 1170
355 1450
430 1820
520 2270
630 2820
710 3220
Clamping force 12500 N
Clamping force or
braking torque 70-100%
adjustable
Power consumption 15w | 9w
in closed position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20 °C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 24 kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 028 028
Electromagnetically activated E
Spring released F
Manual adjustment to M

accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480

Electromagnet mounted in
central position

Thickness of brake disc 10 ... 16 mm 12
or18...26 mm 25

Example for ordering

Brake Caliper EV 028 EFM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 15 mm:

EV028 EFM-480 M- 12

126



Brake Calipers EV 028 EFM and EH 028 EFM RINGSPANN-"

electromagnetically activated - spring released

Brake Caliper EV 028 EFM

107 B
f=
N
IS}
©
210
Thickness of brake disc| A, (A) B C
W
mm mm mm mm mm
10...16 55,5 (40,5) 149,5 121
18...26 60,5 (45,5) 154,5 127
Values in brackets resulting with friction block wear. 1271
Brake Caliper EH 028 EFM
207 ‘ B 159
73 99 40

2135

() @9
© - o
‘ 7 105
| :
®) Fle O O
& % ~
i 2 A —
@ D S
-
1
137
\ 100
Thickness of brake disc A (A) B C
W
mm mm mm mm mm
10...16 755 (60,5) 149,5 121
18...26 80,5 (65,5) 154,5 127
Values in brackets resulting with friction block wear. 127-2
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Brake Calipers EV 038 EFM and EH 038 EFM

electromagnetically activated - spring released

RINGSPANN"*

Advantages

The brake caliper EV 038 EFM or EH 038 EFM is
a very compact and high efficient disc brake
with very low power consumption. Its floating
bearing compensates small misallignments of
the brake disc. The attached electronic reduces
the power consumption in closed position au-
tomatically.

Options

« Available with cCSAus approval

+ Inductive proximity switch: “Brake re-
leased”-, “Brake closed"-status and/or
“Friction block wear adjustment necessary”

Technical Data
Brake Calipers
EV 038 EFM and EH 038 EFM
with supply voltage
220t0 240VAC | 38010 480VAC
Brake disc Braking Braking
diameter torque torque
mm Nm Nm
430 3400
520 4250
630 5320
710 6090
800 6950
900 7910
Clamping force 24000N
Clamping force or
braking torque 70-100%
adjustable
Power consumption 20W | 24W
in closed position (100% duty factor)
Fuse rating 10 A, Type "B"
Max. number 360/h permanent activations
of actuation at 20 °C ambient temperature
" at least 8 seconds
Actuation frequency* between 2 activations
Weight 50kg

The braking torques shown in the table are based on a
theoretical friction coefficient of 0,4.

* Shorter actuation frequency on request

Features Code
Brake Caliper with electromagnet E
Mounting to the machine parallel or V
at right angles to the brake disc H
Frame size 038 038
Electromagnetically activated E
Spring released F
Manual adjustment to M
accommodate friction block wear

Supply voltage 220 to 240 VAC 240
Supply voltage 380 to 480 VAC 480
Electromagnet mounted in M

central position

Thickness of brake disc 12,5 ... 20 mm 12
or22...30mm 25

Example for ordering

Brake Caliper EV 038 EFM, supply vol-
tage 400 VAC, electromagnet mounted
in central position, thickness of brake
disc 25 mm:

EV 038 EFM -480 M - 25
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Brake Calipers EV 038 EFM and EH 038 EFM RINGSPANN-"

electromagnetically activated - spring released

Brake Caliper EV 038 EFM

122
o~
@ N
8 S o 20
IS3
5 ¥
g |
103 \ C
Thickness of brake disc| A, (A) B C
W
mm mm mm mm mm
125...20 74 (59) 201 163
22...30 79 (64) 206 169
Values in brackets resulting with friction block wear. 129-1
Brake Caliper EH 038 EFM
242 203
83 B 126 60
| ‘
e ‘ 5 Aq
0 ‘ (A2)
O - - 20 T ' i - i 217
| 11 [ ]‘
® = e |

75

0O
O
DA

©®
® L
NI

@
o

i

178 W
\ 120 C 83
Thickness of brake disc A (A) B C
W
mm mm mm mm mm
125...20 97 (82) 201 163
22...30 102 (87) 206 169
Values in brackets resulting with friction block wear. 129-2
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Notes / sketches RINGSPANN"®
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Brake Caliper DH 010 MSM RINGSPANN’

manually activated - manually released
with hand wheel

Features Code
Brake Caliper D
Mounting to the machine H
at right angles to the brake disc

Frame size 010 010
Manually activated M
Manually released S
Manual adjustment to M
accommodate friction block wear

Hand wheel 710 710
Hand wheel mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 010 MSM, hand wheel
710, hand wheel mounted right, thick-
ness of brake disc 12,5 mm:

DHO010 MSM-710R-12

Technical Data
Brake Caliper DH 010 MSM
with
Hand wheel 43) 85 Hand wheel hand wheel
mounted left ‘ mounted right 710
| 73)
50 Brake disc Braking
diameter torque
Spring loaded
0 ‘ 29| threaded spindle mm Nm
125 20
s id e o 150 30
‘ - o 200 40
T } T o o | s 250 20
' O ~ wn
W 3 09 2 300 60
4 355 75
< == Clamping force 576 N
: e | 2 o
L‘ Weight 1,1kg
40 12,5
The braking torques shown in the table are based on a theo-
30 71 retical friction coefficient of 0,4. The maximum braking torques
are based on an operating torque of 0,8 Nm at the hand wheel.
58
A spring loaded threaded spindle compensates
for wear of the friction block during the braking
action.
Values in brackets resulting with maximum friction block wear. 131-2
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Brake Caliper DV 020 MSM RINGSPANN’

manually activated - manually released
with hand wheel

Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc

Frame size 020 020
Manually activated M
Manually released S
Manual adjustment to M
accommodate friction block wear

Hand wheel 720 720
Hand wheel mounted right R
or left available L
Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DV 020 MSM, hand wheel
720, hand wheel mounted right, thick-
ness of brake disc 12,5 mm:

DV 020 MSM-720R-12

Technical Data
Spring loaded -
threaded spindle Brake Caliper DV 020 MSM
Hand wheel Hand wheel with
mounted left mounted right hand wheel
38 125 720
7 1" -
67 (10) Brake disc Braking
diameter torque
mm Nm
8
B - o 200 160
© 250 215
wn
- 300 270
355 335
: 430 420
N I A @ Fay @ 520 520
o
Jds ‘ N‘ —— 4 ﬂ Clamping force 2800N
~N E J ~ 0 g}
S i - | o
{ ‘ b ‘ ~ = Weight 4.8kg
| : | ‘
‘ ‘ L‘ T
30 b 125 The braking torques shown in the table are based on a theo-
.L‘ d retical friction coefficient of 0,4. The maximum braking torques
are based on an operating torque of 7,7 Nm at the hand wheel.
120 53 53
145 73
A spring loaded threaded spindle compensates
for wear of the friction block during the braking
action.
Values in brackets resulting with maximum friction block wear. 1322
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Brake Caliper DH 020 MSM RINGSPANN’

manually activated - manually released
with hand wheel

Features Code
Brake Caliper D

Mounting to the machine

at right angles to the brake disc H
Frame size 020 020
Manually activated M
Manually released S
Manual adjustment to M
accommodate friction block wear

Hand wheel 720 720

Position of the hand wheel to the
right or left can be defined by turning u
the brake during installation

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 MSM, hand wheel
720, position of the hand wheel can
be to the right or left, thickness of brake
disc 12,5 mm:

DH 020 MSM-720U-12
Spring loaded .
threaded spindle Technical Data
Brake Caliper DH 020 MSM
38 125 ith
f Wi
(57) (110 hand wheel
720
! Brake disc Braking
=) diameter torque
. r s o mm Nm
wn
! = 200 160
253 - 250 215
300 270
— 355 335
~ I — = Fan
: = 7 (e(0)e ol
| e al . 520 520
_ i 2 .
T L b ‘ < Clamping force 2800N
I
; 1 ; ! L‘ T .
80 ,L‘ 125 Weight 4.8kg
90 53 53 The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4. The maximum braking torques
are based on an operating torque of 7,7 Nm at the hand wheel.
A spring loaded threaded spindle compensates
for wear of the friction block during the braking
action.
Values in brackets resulting with maximum friction block wear. 1332
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Brake Caliper DV 020 MKM RINGSPANN’

manually activated - manually released

by Pull Cable
Features Code
Brake Caliper D
Mounting to the machine v
parallel to the brake disc
Frame size 020 020
Manually activated M
Manually released K
Manual adjustment to M
accommodate friction block wear
Spring-loaded pressure pin 730 730
Pull Cable installation mounted right R
or left available L
Thickness of brake disc 12,5 mm 12
- Example for ordering
: d Brake Caliper DV 020 MKM, pressure pin
-_-E = ; 730, Pull Cable installation mounted
- right, thickness of brake disc 12,5 mm:
_——
e DV 020 MKM - 730R- 12
I | Technical Data
Clamping force N
550 1100 1650 2200 2750 3300
TTTT]
. ) | D=Diameter of
Left Pull Cable Spring-loaded Right Pull Cable 600 brake disc
installation pressure pin installation @‘\
Q
500 2y
Q//
£ o
/A
Y 400
p /
g 300 ////’byy/
# 25
200 / /// 252 V
y o
100 / //
Y2
< 1 100 200 300 400 500 600 700
= Tension N
7 1 N The braking torques shown in the diagram are based on a
PR ™ theoretical friction coefficient of 0,4.
0 ‘ QJ <t °
s | ~ 2 Weight:  5,1kg
TS ~ 1
s © - b | 1R .
: Accessories
| | |
‘ The Brake Caliper can be delivered fully assembled
80 with RCS® Pull Cable and Hand Brake Lever. Please
120 5 5 indicate the required cable length.
For further information regarding RCS® Pull Cable
145 73
and Hand Brake Lever see page 185.
A spring loaded pressure pin compensates for
wear of the friction block during the braking ac-
Values in brackets resulting with maximum friction block wear. 1342 tion.
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Brake Caliper DH 020 MKM

manually activated - manually released
by Pull Cable

RINGSPANN"*

Spring-loaded 0 34 132
40 pressure pin

021
|
|
|
|

135-2

Values in brackets resulting with maximum friction block wear.

Features Code
Brake Caliper D
Mounting to the machine H
atright angles to the brake disc

Frame size 020 020
Manually activated M
Manually released K
Manual adjustment to M
accommodate friction block wear
Spring-loaded pressure pin 730 730

Position of the Pull Cable installation
to the right or left can be defined by u
turning the brake during installation

Thickness of brake disc 12,5 mm 12

Example for ordering

Brake Caliper DH 020 MKM, pressure pin
730, position of the Pull Cable installa-
tion can be to the right or left, thickness
of brake disc 12,5 mm:

DH 020 MKM - 730 U - 12
Technical Data

Clamping force N
550 1100 1650 2200 2750 3300
[ I  ——
D = Diameter of
600— brake disc 5
S/
500 S Y.
£ %
§‘ 400 / &"’/y
S / / <
= %,
E’ 300 / / /?“‘m/
: Lr S
o
200 / A A0 V
L~ o
1~
o

100 200 300 400 500 600 700
Tension N

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

Weight: 51kg

Accessories
The Brake Caliper can be delivered fully assembled

with RCS® Pull Cable and Hand Brake Lever. Please
indicate the required cable length.

For further information regarding RCS® Pull Cable
and Hand Brake Lever see page 185.

A spring loaded pressure pin compensates for
wear of the friction block during the braking ac-
tion.
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Brake Caliper HS 075 FHM

spring activated - hydraulically released
for wind turbines or conveyor systems

RINGSPANN"*

Features Code
Brake Caliper H
Floating caliper S
With piston diameter 75 mm 075
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Spring packages available 010
for clamping forces of to
10 kN, 20 kN, 30 kN, 40 kN or 55 kN 055

Example for ordering

Brake Caliper HS 075 FHM, spring
package for clamping force 10 kN:

HS 075 FHM- 010

Technical Data
Brake Caliper HS 075 FHM
with spring package 010 with spring package 020 with spring package 030 with spring package 040 with spring package 055
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
520 1500 3000 4400 5900 8100
630 1900 3800 5700 7600 10400
710 2200 4400 6600 8800 12100
900 3000 5900 8900 11900 16300
1250 4400 8700 13100 17500 24000
1600 5800 11500 17300 23100 31800
2000 7400 14700 22100 29500 40500
Clamping force 10kN 20kN 30kN 40 kN 55kN
Oil pressure min. 25 bar min. 50 bar min. 70 bar min. 95 bar min. 125 bar
P max. 140 bar max. 140 bar max. 140 bar max. 140 bar max. 140 bar
Oil volume max. 82 cm3 max. 82 cm? max. 82 cm> max. 82 cm? max. 82 cm3
Weight 95kg 95kg 95kg 95kg 95kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.




Brake Caliper HS 075 FHM

spring activated - hydraulically released
for wind turbines or conveyor systems

RINGSPANN"*

420 max. 370 +W
380 298
Proximity switch for Spacer (optional)
r‘l brake pad wear control (optional) p P
=ttt
N 7N ||
s O O | 4
o
-8 ] |
@ I Q|| 111C
OH | O p—
9 | |IQ ;
- E
901 i i |
| 1
. . . "] i W
Proximity switch for “brake released —
operating status (optional)
137-1
Mounting
Spacer (optional) 9
S 50
. ?”{B e '
— wm | 1
- ©
o [ o e
150
mDm 520 | 630 | 710 | 900 | 12501600 | 2000
Drain oil connection Pressure oil
X134 | 34|25 |25 |2]15|15 G1/4" connection G1/4"
Mounting of the brake disc 137-2 Dimensions of spacer 137-3 Supply connections 137-4
Other features Accessories

« High safety against leakage
« Easy change of friction blocks

« Painted with surface coating class C4-L
according to 1SO 12944

« For brake disc thickness W = 20 mm; brake
disc thicknesses of up to 40 mm can be
achieved with the use of a spacer installed
by the customer

« Inductive proximity switch for
“brake released” operating status

« Inductive proximity switch for
brake pad wear control

« Optional painting with surface coating
class C4-H or C5M-H (offshore) according
t01S0 12944
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Brake Caliper HW 075 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper H
Standard w
With piston diameter 75 mm 075
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Spring packages available 010
for clamping forces of to

10kN, 20 kN, 30 kN, 40 kN or 55 kN 055

Example for ordering

Brake Caliper HW 075 FHM, spring
package for clamping force 10 kN:

HW 075 FHM-010

Technical Data
Brake Caliper HW 075 FHM
with spring package 010 with spring package 020 with spring package 030 with spring package 040 with spring package 055
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
520 1500 3000 4400 5900 8100
630 1900 3800 5700 7600 10400
710 2200 4400 6600 8800 12100
900 3000 5900 8900 11900 16300
1250 4400 8700 13100 17500 24000
1600 5800 11500 17300 23100 31800
2000 7400 14700 22100 29500 40500
Clamping force 10kN 20kN 30kN 40 kN 55kN
Oil pressure min. 25 bar min. 50 bar min. 70 bar min. 95 bar min. 125 bar
P max. 140 bar max. 140 bar max. 140 bar max. 140 bar max. 140 bar
Oil volume max. 89 cm3 max. 89 cm? max. 89 cm? max. 89 cm3 max. 89 cm3
Weight 90 kg 90 kg 90 kg 90 kg 90 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper HW 075 FHM RINGSPANN-"

spring activated - hydraulically released

340 max.510+W
150 199+W
100 Customer connecting part
&
Q
n
~
&
Proximity switch for “brake released”
operating status (optional)
139-1
Mounting
conneftlijrswton;?[ Drain oil connection [ —TT 1
Transport thread M 10 gp ﬁ G1/4"
. [@Te pAvi N
fan Q 2 L
O+ O | ‘52»‘” N
- - - .i = —
& 9 N T 50 T —
} O B
; ? T
o L Y
Pressure oil
connection G1/4"
Mounting of the brake disc 139-2 Dimensions of customer connecting part 139-3 Supply connections 139-4
Other features Accessories
« High safety against leakage « Inductive proximity switch for

. Easy change of friction blocks brake released” operating status

« Optional painting with surface coating
class C4-H or C5M-H (offshore) according
t01S0 12944

« Painted with surface coating class C4-L
according to 1SO 12944

« The thickness of the customer connecting
part results from the thickness of the brake
disc W plus 3 mm
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Brake Caliper HS 120 FHM RINGSPANN’

spring activated - hydraulically released
for wind turbines or conveyor systems

Features Code
Brake Caliper H
Floating caliper S
With piston diameter 120 mm 120
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Spring packages available for 030
clamping forces of 30 kN, 50 kN, to
70kN, 100 kN or 120 kN 120

Example for ordering

Brake Caliper HS 120 FHM, spring
package for clamping force 30 kN:

HS 120 FHM - 030

Technical Data
Brake Caliper HS 120 FHM
with spring package 030 with spring package 050 with spring package 070 with spring package 100 with spring package 120
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
900 8400 14000 19600 28000 33600
1250 12600 21000 29400 42000 50400
1600 16800 28000 39200 56000 67200
2000 21600 36000 50400 72000 86400
3000 33600 56000 91800 112000 134400
3500 39600 66000 108200 132000 158400
4000 45600 76000 124600 152000 182400
Clamping force 30kN 50kN 70kN 100 kN 120 kN
Oil pressure min. 50 bar min. 80 bar min. 110 bar min. 140 bar min. 180 bar
P max. 200 bar max. 200 bar max. 200 bar max. 200 bar max. 200 bar
Oil volume max. 160 cm? max. 160 cm? max. 160 cm? max. 160 cm? max. 160 cm?
Weight ca.200kg ca.200 kg ca.200 kg ca.200 kg ca.200 kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper HS 120 FHM RINGSPANN-"

spring activated - hydraulically released
for wind turbines or conveyor systems

500 459 +W
350 255
Proximity switch for Spacer (optional)
brake pad wear control (optional)
s NI O\ -
2 elele iR
i ‘ ]
kS =
" B | Of: O ©
il o p o
- * OllLO o
140+ 1 |
1
w Friction pad
Proximity switch for “brake released” pull-back mechanism
operating status (optional)
141-1
Mounting
Spacer (optional) Pressure oil connection Drain oil connection
P> G1/4" G1/4"
IS}
(; T4 [0] [¢]
1 food
S N +—— t——- - |
N
QO QY ' |
124
- 170 Tl . : : .
60 b
e B e . T el Transport thread M 12
Mounting of the brake disc 141-2 Dimensions of spacer 141-3 Supply connections 141-4
Other features Accessories
« High safety against leakage « Inductive proximity switch for

. Easy change of friction blocks brake released” operating status

« Inductive proximity switch for

« Painted with surface coating class C4-L
brake pad wear control

according to 1SO 12944

« Optional painting with surface coating
class C4-H or C5M-H (offshore) according
t01S0 12944

« For brake disc thickness W = 20 mm; brake
disc thicknesses of up to 40 mm can be
achieved with the use of a spacer installed
by the customer
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Brake Caliper HW 120 FHM RINGSPANN’

spring activated - hydraulically released

Features Code
Brake Caliper H
Standard W
With piston diameter 120 mm 120
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Spring packages available for 030
clamping forces of 30 kN, 50 kN, to
70kN, 100 kN or 120 kN 120

Example for ordering

Brake Caliper HW 120 FHM, spring
package for clamping force 30 kN:

HW 120 FHM - 030

Technical Data
Brake Caliper HW 120 FHM
with spring package 030 with spring package 050 with spring package 070 with spring package 100 with spring package 120
Brake disc Braking Braking Braking Braking Braking
diameter torque torque torque torque torque
mm Nm Nm Nm Nm Nm
900 8400 14000 19600 28000 33600
1250 12600 21000 29400 42000 50400
1600 16800 28000 39200 56000 67200
2000 21600 36000 50400 72000 86400
3000 33600 56000 91800 112000 134400
3500 39600 66000 108200 132000 158400
4000 45600 76000 124600 152000 182400
Clamping force 30kN 50kN 70kN 100 kN 120 kN
Oil pressure min. 50 bar min. 80 bar min. 110 bar min. 140 bar min. 180 bar
P max. 200 bar max. 200 bar max. 200 bar max. 200 bar max. 200 bar
Ol volume max. 170 cm3 max. 170 cm3 max. 170 cm? max. 170 cm3 max. 170 cm3
Weight ca.185kg ca. 185kg ca. 185kg ca. 185kg ca.185kg

The braking torques shown in the table are based on a theoretical friction coefficient of 0,4.
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Brake Caliper HW 120 FHM RINGSPANN-"

spring activated - hydraulically released

413 max. 619 +W
180 293 +W
124

Customer connecting part

o
&
O O
O O
] - o o
Friction pad {W 12 Friction pad
Proximity switch for “brake released” pull-back mechanism ‘ pull-back mechanism
operating status (optional)
143-1
Mounting
Customer Drain oil connection 69
1 10 1

connecting part G1/4"

232
o

Transport thread M 12

M| — —
2 [o)}
=i /3
J— L R o Pressure oil }
R - [ REREEE T - T connection G1/4" 00 0
Mounting of the brake disc 143-2 Dimensions of customer connecting part 143-3 Supply connections 143-4

Other features Accessories

« High safety against leakage « Inductive proximity switch for

. Easy change of friction blocks brake released” operating status

« Optional painting with surface coating
class C4-H or C5M-H (offshore) according
t0 150 12944

« Painted with surface coating class C4-L
according to 1SO 12944

« The thickness of the customer connecting
part results from the thickness of the brake
disc W plus 3 mm
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Brake Caliper HS 145 FHM-270 R-V

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
700 54900
800 65400
1000 86600
1250 112900
1600 149900
2000 192100
3000 297700
3500 350400
4000 403200
Clamping force 270 kN
Qil pressure min. 230 bar
p max. 250 bar
Oil volume max. 40 cm3
Thickness of brake disc W 30 mm
Weight 330kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Floating caliper S
Frame size 145 145
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear

Max. clamping force 270 kN 270
Thruster mounted right available R
Mounting to the machine v

parallel to the brake disc

Example for ordering

Brake Caliper HS 145 FHM, max. clam-
ping force 270 kN, thruster mounted
right, mounting to the machine parallel

to the brake disc:

HS 145 FHM-270 R-V

Options
+ Hydraulic Power Unit

« Friction pads with wear indicator cables

or sintered friction linings (for high

temperatures)
« Corrosion-protected version
+ Low temperature version

. Offshore certifications

« ATEX certifications for hazardous areas

Notes
« Eyebolts included

« Fastening:

8 screws M 24, class 8.8 with tightening
torque 630 Nm +10% 1 0.15 (not supplied)
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Brake Caliper HS 145 FHM-270 R-V RINGSPANN-"

spring activated - hydraulically released

650 min. 595
590 402
490 27
8 —_— T
IS}
& ‘
~ ! a ] u
! ' % TT
| \ @ S |
\ N\
g8 8 (_‘\ >\ Y\ /’_\ - B
722 1Q(° JoO , OO0\
B S 2 £ @| % g B
) — aal H qu
@ @ _/® @ I
\ — 0
— = ‘ - - — o - — - —-—-— -3 2
?r % Q J —’J ©
B
RE
w
Bleeding screw G1/4"
145-1
Mounting

50

Pressure oil

Eyebolt M 10 connection G1/4"

Mounting of the brake disc 145-2 Supply connections 145-3
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Brake Caliper HS 145 FHM-270...-H

spring activated - hydraulically released

RINGSPANN"*

Features Code
Brake Caliper H
Floating caliper S
Frame size 145 145
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear
Max. clamping force 270 kN 270
Thruster mounted right R
or left available L
Mounting to the machine H
atright angles to the brake disc
Example for ordering
Brake Caliper HS 145 FHM, max. clam-
ping force 270 kN, thruster mounted
left, mounting to the machine at right
angles to the brake disc
HS 145 FHM-270 L-H
Technical Data Working conditions Optionen
Brakedisc Braking + Ambient temperature: -20 °C/ +60 °C + Integrated Hydraulic Power Unit
diameter torque + Air humidity: <90% « Friction pads with wear indicator cables
mm Nm or sintered friction linings (for high
700 54900 Monitoring switch temperatures)
800 65400 * 240VAC1.5A;250VDCO.1 A « Corrosion-protected version
1000 86600 5
1250 112900 + Cable 5x0.75mm*, length 2m, - Low temperature version
1600 149900 outer diameter 7.5 mm o
5000 192100 « Offshore certifications
+ Protection type IP67
3000 297700 « ATEX certifications for hazardous areas
3500 350400
4000 403200 Notes
Clamping force 270 kN « Eyebolts included
oil min. 230 bar + Fastening:
e max. 250 bar 6 screws M 24, class 8.8 with tightening
Oil volume max. 40 cm? torque 630 Nm +10% 1 0.15 (not supplied)
Thickness of brake disc W 30mm
Weight 330kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.
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Brake Caliper HS 145 FHM-270 ... -H RINGSPANN-"

spring activated - hydraulically released

325 Eyebolt M 10

635

—
|\ | | | || \l

max. 636,5
80 max. 402
O -0
i [ 1
] O]
e I
@ L .

TT

L e P

2028

) 0 Pressure oil
05 connection G1/4"
w
147-1
Mounting
o n
(=1}
o I <
& (&} @
; 6x 826 ™
0 25 150 =
300
350
Mounting of the brake disc 147-2 Dimensions mounting bores 147-3
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Brake Caliper HW 145 FHM

spring activated - hydraulically released

RINGSPANN"*

Features Code
Brake Caliper H
Standard w
Frame size 145 145
Spring activated F
Hydraulically released H

Manual adjustment to
accommodate friction block wear

Max. clamping force 270 kN 270

Example for ordering

Brake Caliper HW 145 FHM,
max. clamping force 270 kN:

HW 145 FHM-270

Technical Data Working conditions Options
Brakedi - + Ambient temperature: -20 °C/ +60 °C « Friction pads with wear indicator cables
rake disc Braking . o .
diameter torque + Air humidity: <90% or sintered friction linings (for high
y: temperatures)
mm Nm
700 54900 Monitoring switch « Corrosion-protected version
800 65400 + 240VAC1.5A;250VDCO.1A + Low temperature version
1000 86600 5
1250 112900 + Cable 5x0.75 mm, length 2 m, - Offshore certifications
1600 149900 outer diameter 7.5 mm o
5000 192100 « ATEX certifications for hazardous areas
+ Protection type IP67
3000 297700
3500 350400 Notes
4000 403200 « Includes two pairs of @ 3296 shear pins
Clamping force 270 kN « Eyebolts included
Oil pressure min. 230 bar « Fastening:
i max. 250 bar 6 screws M 27, class 10.9 with tightening
Oil volume max. 70 cm? torque 1380 Nm +10% 1 0.15 (not supplied)
Thickness of brake disc W min. 25 mm
Weight 237kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.
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Brake Caliper HW 145 FHM RINGSPANN-"

spring activated - hydraulically released

max. 778 + W
4336 +W
392
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Mounting of the brake disc 149-2 Dimensions of customer connecting part 149-3 Supply connections 149-4
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Brake Caliper HS 165 FHM-420 R-V

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
800 97700
1000 131000
1250 172700
1600 231000
2000 297700
3000 464300
3500 547700
4000 631000
Clamping force 420kN
Qil pressure min. 230 bar
max. 250 bar
Oil volume max. 70 cm3
Thickness of brake disc W 30 mm
Weight 528kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Floating caliper S
Frame size 165 165
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear
Max. clamping force 420 kN 420
Thruster mounted right available R
Mounting to the machine v
parallel to the brake disc
Example for ordering
Brake Caliper HS 165 FHM, max. clam-
ping force 420 kN, thruster mounted
right, mounting to the machine parallel
to the brake disc:

HS 165 FHM-420 R-V
Optionen

+ Hydraulic Power Unit

« Friction pads with wear indicator cables

or sintered friction linings (for high

temperatures)
« Corrosion-protected version
+ Low temperature version

. Offshore certifications

« ATEX certifications for hazardous areas

Notes
« Eyebolts included

« Fastening:

8 screws M 30, class 8.8 with tightening
torque 1200 Nm +10% 1 0.15 (not supplied)
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Brake Caliper HS 165 FHM-420 R-V

spring activated - hydraulically released

RINGSPANN"*
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Brake Caliper HS 165 FHM-420 ... -H

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
800 97700
1000 131000
1250 172700
1600 231000
2000 297700
3000 464300
3500 547700
4000 631000
Clamping force 420kN
Qil pressure min. 230 bar
max. 250 bar
Oil volume max. 70 cm3
Thickness of brake disc W 30 mm
Weight 625 kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Floating caliper S
Frame size 165 165
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear
Max. clamping force 420 kN 420
Thruster mounted right R
or left available L
Mounting to the machine H
atright angles to the brake disc
Example for ordering
Brake Caliper HS 165 FHM, max. clam-
ping force 420 kN, thruster mounted
left, mounting to the machine at right
angles to the brake disc

HS 165 FHM-420 L-H

Optionen
+ Integrated Hydraulic Power Unit

« Friction pads with wear indicator cables
or sintered friction linings (for high
temperatures)

« Corrosion-protected version
+ Low temperature version
« Offshore certifications

« ATEX certifications for hazardous areas

Notes
« Eyebolts included
« Fastening:

6 screws M 30, class 8.8 with tightening
torque 1200 Nm +10% 1 0.15 (not supplied)
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Brake Caliper HS 165 FHM-420 ... -H RINGSPANN-"

spring activated - hydraulically released
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Brake Caliper HW 165 FHM

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
800 97700
1000 131000
1250 172700
1600 231000
2000 297700
3000 464300
3500 547700
4000 631000
Clamping force 420kN
Qil pressure min. 230 bar
max. 250 bar
Oil volume max. 120 cm3
Thickness of brake disc W min. 30 mm
Weight 425kg

The braking torques shown in the table are based on a theo-
retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Standard w
Frame size 165 165
Spring activated F
Hydraulically released H

Manual adjustment to
accommodate friction block wear

Max. clamping force 420 kN 420

Example for ordering

Brake Caliper HW 165 FHM,
max. clamping force 420 kN:

HW 165 FHM-420

Options

« Friction pads with wear indicator cables
or sintered friction linings (for high
temperatures)

« Corrosion-protected version
+ Low temperature version
« Offshore certifications

« ATEX certifications for hazardous areas

Notes
+ Includes two pairs of @ 4696 shear pins

« Eyebolts included

« Fastening:
6 screws M 33,, class 10.9 with tightening
torque 1950 Nm 5% 1 0.10 (not supplied)
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Brake Caliper HW 165 FHM RINGSPANN-"

spring activated - hydraulically released
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Mounting of the brake disc 155-2 Dimensions of customer connecting part 155-3 Supply connections 155-4
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Brake Caliper HS 215 FHM-560 R-V

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
1000 164400
1250 220000
1600 297800
2000 386700
3000 608900
3500 720000
4000 831100
Clamping force 560 kN
; min. 230 bar
QOil pressure max. 250 bar
Oil volume max. 150 cm3
Thickness of brake disc W 30 mm
Weight 880 kg

The braking torques shown in the table are based on a theo-

retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Floating caliper S
Frame size 215 215
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear
Max. clamping force 560 kN 560
Thruster mounted right available R
Mounting to the machine v
parallel to the brake disc
Example for ordering
Brake Caliper HS 215 FHM, max. clam-
ping force 560 kN, thruster mounted
right, mounting to the machine parallel
to the brake disc:

HS 215 FHM-560 R-V

Optionen
+ Hydraulic Power Unit

« Friction pads with wear indicator cables
or sintered friction linings (for high
temperatures)

« Corrosion-protected version
+ Low temperature version
« Offshore certifications

« ATEX certifications for hazardous areas

Notes
« Eyebolts included
« Fastening:

8 screws M 36, class 8.8 with tightening
torque 2200 Nm +10% 1 0.15 (not supplied)
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Brake Caliper HS 215 FHM-560 R-V

spring activated - hydraulically released

RINGSPANN"*
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Brake Caliper HS 215 FHM-560.... -H

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
1000 164400
1250 220000
1600 297800
2000 386700
3000 608900
3500 720000
4000 831100
Clamping force 560 kN
; min. 230 bar
QOil pressure max. 250 bar
Oil volume max. 150 cm3
Thickness of brake disc W 30 mm
Weight 880 kg

The braking torques shown in the table are based on a theo-

retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Floating caliper S
Frame size 215 215
Spring activated F
Hydraulically released H
Manual adjustment to M
accommodate friction block wear
Max. clamping force 560 kN 560
Thruster mounted right R
or left available L
Mounting to the machine H
atright angles to the brake disc
Example for ordering
Brake Caliper HS 215 FHM, max. clam-
ping force 560 kN, thruster mounted
left, mounting to the machine at right
angles to the brake disc

HS 215 FHM-560 L-H

Optionen
+ Integrated Hydraulic Power Unit

« Friction pads with wear indicator cables
or sintered friction linings (for high
temperatures)

« Corrosion-protected version
+ Low temperature version
« Offshore certifications

« ATEX certifications for hazardous areas

Notes
« Eyebolts included
« Fastening:

8 screws M 36, class 8.8 with tightening
torque 2200 Nm +10% 1 0.15 (not supplied)
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Brake Caliper HS 215 FHM-560 ... -H RINGSPANN-"

spring activated - hydraulically released
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Brake Caliper HW 215 FHM

spring activated - hydraulically released

RINGSPANN"*

Technical Data
Brake disc Braking
diameter torque
mm Nm
1000 164400
1250 220000
1600 297800
2000 386700
3000 608900
3500 720000
4000 831100
Clamping force 560 kN
; min. 230 bar
Oil pressure max. 250 bar
Oil volume max. 270 cm3
Thickness of brake disc W min. 30 mm
Weight 650 kg

The braking torques shown in the table are based on a theo-

retical friction coefficient of 0,4.

Working conditions
+ Ambient temperature: -20 °C/ +60 °C

+ Air humidity: <90%

Monitoring switch
- 240VAC 1.5 A;250VDC 0.1 A

« Cable 5x0.75 mmZ length 2 m,
outer diameter 7.5 mm

+ Protection type IP67

Features Code
Brake Caliper H
Standard w
Frame size 215 215
Spring activated F
Hydraulically released H

Manual adjustment to
accommodate friction block wear

Max. clamping force 560 kN 560

Example for ordering

Brake Caliper HW 215 FHM,
max. clamping force 560 kN:

HW 215 FHM-560

Options
« Friction pads with wear indicator cables

or sintered friction linings (for high
temperatures)

« Corrosion-protected version
+ Low temperature version
« Offshore certifications

« ATEX certifications for hazardous areas

Notes
+ Includes two pairs of @ 5596 shear pins

« Eyebolts included

« Fastening:
6 screws M 42, class 10.9 with tightening
torque 4100 Nm 5% 1 0.10 (not supplied)
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Brake Caliper HW 215 FHM

spring activated - hydraulically released

RINGSPANN"*
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Mounting of the brake disc 161-2 Dimensions of customer connecting part 161-3 Supply connections 161-4
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Brake Caliper HI 180 HUK

hydraulically activated - non-releasing

as yaw brake in wind turbines

RINGSPANN"*

Technical Data

Clamping force kN
33 66 929 133 166 200
350 ‘ ‘
Dg =Friction
300——  diameter
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Braking torque kNm

\\:x §

o
o

k\
R
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Oil pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

QOil pressure: min. 15 bar
max. 160 bar

Qil volume: max. 190 cm3

Weight: ca.65kg

Other features
« High safety against leakage

« Painted with surface coating class C4-L
according to I1SO 12944

« For brake disc thickness W = 30 mm; larger
brake disc thicknesses can be achieved with
the use of a spacer installed by the customer

Features Code
Brake Caliper H
With inside-mounted brake pads I
With piston diameter 2 x 90 mm 180
Hydraulically activated H
Non-releasing u
No adjustment to K
accommodate friction block wear

Max. clamping force 200 kN 200

Example for ordering

Brake Caliper HI 180 HUK,
max. clamping force 200 kN:

HI 180 HUK - 200

Accessories

« Optional painting with surface coating
class C4-H or C5M-H (offshore) according
t0 1SO 12944
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Brake Caliper HI 180 HUK

hydraulically activated - non-releasing

as yaw brake in wind turbines

RINGSPANN"*
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Mounting
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S Transport thread M 10
o Drain oil connection
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Pressure oil
connection G1/4"
Mounting on the inner diameter of the brake disc 163-2 Mounting on the outer diameter of the brake disc 163-3 Supply connections 163-4
Calculation of the friction diameter Calculation of the braking torque Formula symbols
Mounting on the inner diameter of the brake ~\\ _ P Mg = Braking torque [Nm]
disc: B~ 0,786 i D = Outerdiameter brake disc [mm]
Dp=d+(2-49 mm) d = Innerdiameter brake disc [mm]
(when d = 2000 mm) Dp = Friction diameter [mm]
p = Oilpressure [bar]
Mounting on the outer diameter of the brake w = Friction coefficient

disc:

DR=D-(2-54mm)
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Brake Caliper HW 180 HUK RINGSPANN’

hydraulically activated - non-releasing
as yaw brake in wind turbines

Features Code
Brake Caliper H
Standard W
With piston diameter 2 x 90 mm 180
Hydraulically activated H
Non-releasing u
No adjustment to K
accommodate friction block wear

Max. clamping force 200 kN 200

Example for ordering

Brake Caliper HW 180 HUK,
max. clamping force 200 kN:

HW 180 HUK - 200

Technical Data Other features Accessories
Clamping force kN « High safety against leakage « Optional painting with surface coating
33 66 99 133 166 200 - Easy change of friction blocks class C4-H or CSM-H (offshore) according
350 — ychang t0150 12944
- « Painted with surface coating class C4-L
Dg =Friction i
300 diameter according to ISO 12944

« For brake disc thickness W = 30 mm; larger
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Oil pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.

QOil pressure: min. 15 bar
max. 160 bar

Qil volume: max. 190 cm3

Weight: ca.65kg
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Brake Caliper HW 180 HUK

hydraulically activated - non-releasing

as yaw brake in wind turbines

RINGSPANN"*
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Mounting on the inner diameter of the brake disc 165-2 Mounting on the outer diameter of the brake disc 165-3 Supply connections 165-4
Calculation of the friction diameter Calculation of the braking torque Formula symbols
Mounting on the inner diameter of the brake ~\\ _ P Mg = Braking torque [Nm]
disc: B~ 0,786 i D = Outerdiameter brake disc [mm]

Dp=d+(2-49mm)
(when d =2000 mm)

Mounting on the outer diameter of the brake
disc:

DR=D-(2-54mm)

= Inner diameter brake disc [mm]
Friction diameter [mm]
= Qil pressure [bar]

p = Friction coefficient
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Brake Caliper HW 040 HFA

hydraulically activated - spring released

RINGSPANN"*
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Features Code
Brake Caliper H
Standard w
With piston diameter 40 mm 040
Hydraulically activated H
Spring released F
Automatic adjustment to A
accommodate friction block wear

Max. clamping force 11 kN 011

Example for ordering

Brake Caliper HW 040 HFA,
max. clamping force 11 kN:

HW 040 HFA - 011

Technical Data
Clamping force kN
18 36 55 73 91 1
1500 ‘ ‘ ‘
D = Diameter of
. S A
1250 — brake disc &
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Oil pressure bar

The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,3.

Oil pressure: min. 5 bar

max. 90 bar
Oil volume: max. 20 cm3
Weight: 55kg
Other features

« The thickness of the customer connecting
part results from the thickness of the brake
disc W plus 3 mm
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Brake Caliper HW 063 HFA RINGSPANN’

hydraulically activated - spring released

Features Code
Brake Caliper H
Standard W
With piston diameter 63 mm 063
Hydraulically activated H
Spring released F
Automatic adjustment to A
accommodate friction block wear

Max. clamping force 28 kN 028

Example for ordering

Brake Caliper HW 063 HFA,
max. clamping force 28 kN:

HW 063 HFA - 028

Technical Data
Clamping force kN
4,7 9,3 14 187 233 28

5000 ‘ ‘ ‘

$
D = Diameter of %
) )
o
4000 — brake disc o7
Customer Qé“o
connecting part gV

/ 4N

3000 / /@ <
2000 // ,/ 2 “\:

7
7

Braking torque Nm

1000

112

AN

15 30 45 60 75 20

") 80 Oil pressure bar
- Pressureoil The braking torques shown in the diagram are based on a
105 connection G1/4” theoretical friction coefficient of 0,3.
Qil pressure: min. 5 bar
max. 90 bar
Oil volume: max. 78 cm?
Weight: 8kg
Other features

« The thickness of the customer connecting
part results from the thickness of the brake
disc W plus 3 mm

167-2
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Brake Caliper HS 075 HFK RINGSPANN’

hydraulically activated - spring released

Features Code
Brake Caliper H
Floating caliper S
With piston diameter 75 mm 075
Hydraulically activated H
Spring released F
No adjustment to K
accommodate friction block wear

Max. clamping force 55 kN 055

Example for ordering

Brake Caliper HS 075 HFK,
max. clamping force 55 kN:

HS 075 HFK - 055

Technical Data Other features
Clamping force kN Oil pressure: min. 15 bar + High safety against leakage
5 175 30 45 55 max. 125 bar « Easy change of friction blocks

® ‘ ‘ ‘ Oil volume: max. 70 cm3

« Painted with surface coating class C4-L
Weight: ca.80kg according to 1SO 12944
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10 // 7//@ to ISO 12944
Ly
V2
Z

Oil pressure bar

« For brake disc thickness W = 20 mm; brake
disc thicknesses of up to 40 mm can be
achieved with the use of a spacer installed
by the customer

N
w

Accessories

« Inductive proximity switch for
“brake released” operating status
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The braking torques shown in the diagram are based on a
theoretical friction coefficient of 0,4.
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Brake Caliper HS 075 HFK

hydraulically a